Ostrava - Radvanice

/ FT z ) Physical-Technical Testing Institute @

(1) Supplementary EU - Type Examination Certificate No.6

(2) Equipment or Protective Systems Intended for Use
i in Potentially Explosive Atmospheres
(Directive 2014/34/EU)

(3) EU - Type Examination Certificate number:

FTZU 07 ATEX 0069
(4) Product: Terminal box type X.X0, X.X1, X.X2 a X.X0/JB, X.X1/JB, X.X2/JB
(5) Manufacturer: GENERI, s.r.o.
(6) Address: Uniéovska 50, 787 01 Sumperk, Czech Republic

(7) This supplementary certificate extends EC - Type Examination Certificate No. FTZU 07 ATEX 0069
to apply to products designed ahd constructed in accordance with the specification set out in the
Schedule of the said certificate but having any variations specified in the Schedule attached to this
certificate and the documents therein referred to.

(8) The Physical-Technical Testing Institute, Notified Body number 10286, in accordance with Articles 17 of
Directive 2014/34/EU of the European Parliament and of the Council, dated 26.02.2014, certifies that
this product, as modified by this supplementary certificate, has been found to comply with the Essential
Health and Safety Requirements relating to the design and construction of products intended for use in
potentially explosive atmospheres given in Annex li to the Directive.

(9) In accordance with Article 41 of Directive 2014/34/EU, EC-Type Examination Certificates referring to
94/9/EC that were in existence prior to the date of application of 2014/34/EU (20.04.2016) may be
referenced as if they were issued in accordance with Directive 2014/34/EU. Supplementary
Certificates to such EC-Type Examination Certificates, and new issues of such certificates, may
continue to bear the original certificate number issued prior to 20:04.2016.

(10) Compliance with the Essential Health and Safety Requirements has been assured by compliance with:
EN IEC IEC 60079-0:2018, EN 60079-7:2015+A1:2018; EN 60079-31:2014; EN 60079-11:2012

if the sign “X" is placed after the certificate number, it indicates that the product is subject to Specific
Conditions of Use specified in the schedule to this certificate.

(11) The marking of the product shall include the following:

& 112G Ex eb lICTS, T5, T4 Gb -60°C < Tamy< +980°C for X.X0, X.X1, X.X2
& 112D Ex tb llIC T 85°C, T 100°C, T 135°C Db -60°C < Tamu< +90°C for X.X0, X.X1, X.X2
& 1M2 ExebIMb -20°C < Tamp< +60°C for X20X1, X.X2
& 112G Ex ia lIC T6, T5, T4 Gb -60°C < Tamb< +1308C for X.X0/JB, X-X1/JB, X.X2/B
@11 2D Exia llIC T 85°C, T100°C, T 135°C Db -60°C < Tamy< +130°C f8r.X.X0/JB, X.X1/JB, X.X21JB
&1M1 ExialMa -20°C < Tamy< +60°C for X.X1/JB, X.X2/JB

(12) This certificate is valid til: ~ 30.06.2028 \

Date of iss~ue: 26.05.2023

b

7=
Res’bon_siible person

Dipl. Ing. Luk4&§ Martinak
Head of Certification Body

This certificate is gr%iifed 'subject to the g'eheral conditions of the FTZU, s.p.
This certificate may only be reproducediniits’ ntirety and without any change, schedule included.

Physical-Technical Testing Institute, s.p., Pikartska 1337/7, 716 07 Ostrava - Radvanice, Czech Republic
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Physical-Technical Testing Institute
Ostrava - Radvanice

(13) Schedule

14y Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

(15) Description of the variation to the Product:

The subject of this supplementary certificate is:
- Evaluation according to the newest standards.
- Extension of certificate validity
- Types X05X2 and X06X2 canceled without replacement
- Expansion with a new type X735X2 size (600 x 600 x 250)
- Expansion with new types of clamps
- Updated the type of Raychem empty enclosures

Clamps:
WEIDMULLER
- typ ZB4, ZB 4G SW, ZB 4G GN/GE, ZB 4G BL (DEMKO 03 ATEX 136028U)
- typ AKZ/AKE ... (TUV 18 ATEX 8221U)
PHOENIX CONTACT
- typ ST10, ST16, ST35 (KEMA 01 ATEX 2260U)
- typ PT2,5 PTTB2,5 (PTB 09 ATEX 1111U)
- typ PT4, PTTB4 (PTB 09 ATEX 1112U)
- typ PT1,5, PTTB1,5, PT6, PTTBG, PT10, PTTB10, PT16, PTTB16 (SEV13 ATEX 0159U)
- typ MTKD (SEV 19 ATEX 0335U)
- typUK25N (PTB 19 ATEX 1014U)

The terminal boxes type X.X0, X.X1 and X.X2 can be also used for galvanic connection of intrinsically
safe circuits (1.S.) and conductors of non-intrinsically safe circuits inside of one common terminal box.
The terminals for galvanic connection of 1.S. circuits must be mutually separated from terminals for
galvanic connection of the others circuits (I.S. and non-1.S.) according EN 60079-11. The application
of these terminal boxes has no influence to intrinsically safe level of circuit, in which are connected.
When selection of terminal boxes X.X0, X.X1 and X.X2 for hazardous areas is carried out, it is not
necessary to take care about parameters if intrinsically safe signals, i.e. categories (ia, ib, ic) or gas
subgroup (lIA, 11B, 1IC).

Marking of such terminal boxes complies with the point (11) of this certificate, but the cable glands and
terminals intended for (1.S.) circuits must be either light blue or marked by other clear and recognizable
way. The device boxes type X.X0, X.X1, X.X2 comply to degree of protection minimum IP 65 according
to EN 60 529.

The rated current, number of termlnals and cross-section are determined in the supplement of this
certificate.

Date of issue: 26.05.2023

Dlpl Ing. Lukés Martinak — Page: 2/3
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Physical-Technical Testing Institute
Ostrava - Radvanice

(13) Schedule

(14) Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

(15) Description of the variation to the Product: - continuation

Ambient temperature Ta depends on used components and electrical characteristics and must be
mentioned on marking device boxes if the boxes are intended for using in the other range of ambient
temperatures than -20 °C to +40 °C.

Used cable glands must be certificated with IP-code min 65.

Technical parameters and construction remain unchanged.
(16) Report Number: 07/0069/6

(17) Specific Conditions of Use:

None.

(18) Essential Health and Safety Requirements:

Compliance with the Essential Health and Safety Requirements is covered by standards mentioned
in clause (10) of this supplementary certificate.

(19) Drawings and Documents:

Number Revision Sheets Date Description

N740002/6 5 3 10.05.2022 User's manual (X.X.)
N740002/7 5 3 10.05.2022 User’s manual (X.X./JB)
G-4-900006/8 - 11 10.05.2022 Description for drawing
G-4-900006/8 - 1 10.05.2022 Drawing

G-4-900020/1 - 1 10.05.2022 Drawing

Respo /élble son: Date of issue: 26.05.2023
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Physical-Technical Testing Institute
Ostrava - Radvanice

ANNEX

to Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

Tab. 1 — Device boxes — Al-alloy Tab. 2 — Device boxes — Polyester
Type Dimension [mm] Type DiT:::’]io" Type Dimension [mm]
X09X0 64x58x34 X35X0 | 230x600x110 X12X1 75x80x55, 75x80x56
X10X0 64x98x34 X42X0 | 310x400x110 X13X1 75x110x55, 75x110x56
X11X0 64x150x34 X43X0 | 310x600x110 X14X1 75x160x55, 75x160x56
X16X0 80x75x57 X46X0 100x100x80 X015X1 75x230x55, 75x230x56
X17X0 80x125x57 X47X0 100x160x80 X15X1 75x190x55, 75x190x56
X18X0 80x175x57 X48X0 100x200x80 X20X1 120x122x90, 120x122x91
X19X0 | 80x250x57,80x250x57 X49X0 120x122x90 X23X1 120x220x90, 120x220x91
X20X0 120x122x90 X50X0 140x140x90 X25X1 160x160x90, 160x160x91
X21X0 120x122x80 | | _X51X0 140x200x90 _ X26X1 160x260x90, 160x260x91
X22X0 120x220x80 X52X0 | 180x180x100 X27X1 160x360x90, 160x360x91
| X23X0 120x220x90 | | X53X0 | 180x280x100 X28X1 160x560x90, 160x560x91
X24X0 122x360x80 X54X0 | 100x230x110 X37X1 250x255x120, 250x255x121 |
X25X0 160x160x90 | X55X0 230x200x180 X38X1 250x255x160, 250x255x161
X26X0 160x260x90 : X56X0 230x330x180 X39X1 250x400x120, 250x400x121
X27X0 160x360x90 | | xs7xo 230x400x224 X40X1 250x400x160, 250x400x161
X28X0 160x560x90 X58X0 | 310x400x180 X44X1 360x360x90, 360x360x91
X29X0 230x200x110 X59X0 | 310x400x226 X45X1 405x400x120, 405x400x121
X31X0 230x280x110 X60X0 | 310x600x180 X71X1 250x600x120, 250x600x121
X32X0 230x330x110 X70X0 | 600x600x200 X72X1 80x75x75, 80x75x76
X33X0 230x400x110 X74X1 160x75x75, 160x75x76
X75X1 190x75x75, 190x75x76
X80X1 400x405x165, 400x405x166
X365X1 400x600x250, 400x600x251
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Physical-Technical Testing Institute
Ostrava - Radvanice

ANNEX

to Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

Tab. 3 — Device boxes — steel

Type Dimension [mm] Type Dimension [mm]
X320X2 150x150x90 X440X2 300x300x161
X321X2 200x150x90 X441X2 380x380x161
X322X2 200x200x90 X442X2 400x150x81
X323X2 300x150x90 X443X2 400x200x120, 400x200x121
X324X2 300x200x90 X444X2 400x300x161
X325X2 300x300x90 X445X2 500x300x161
X326X2 300x400x90 X446X2 500x400x161
X327X2 400x200x90 X460X2 200x250x97
X328X2 400x400x90 X461X2 200x250x1567
X329X2 560x400x90 X462X2 350x250x97
X330X2 300x200x150 X463X2 300x300x167
X331X2 300x300x150 X464X2 380x380x167
X332X2 300x400x150 X465X2 380x380x217 |l
X333X2 400x200x150 X466X2 500x300x167
X334X2 400x400x150 X467X2 600x300x167
X335X2 560x400x150 X468X2 600x380x217
X340X2 300x400x190 X622X2 400x150x120
X341X2 400x400x190 X623X2 400x200x120
X342X2 560x400x190 X624X2 400x400x120

| X343X2 800x400x190 X630X2 500x400x120
X344X2 500x300x150 X631X2 600x400x120
X345X2 500x400x150 X632X2 800x400x120
X346X2 330x200x150 X633X2 900x400x120
X347X2 330x300x150 X634X2 1000x400x120
X349X2 400x300x90 X650X2 500x500x150
X357X2 400x300x150 . X652X2 560x560x150
X397X2 400x560x90 X677X2 500x500x190
X398X2 400x560x150 _ X679X2 560x560x190
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FTZ‘)\J Physical-Technical Testing Institute

E?

Ostrava - Radvanice

ANNEX

to Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

Tab. 3 — Device boxes — steel (continuation)

Type Dimension [mm] Type Dimension [mm]
X407X2 400x300x190 X680X2 600x400x190
X408X2 330x200x190 X682X2 600x800x190
X409X2 330x300x190 X720X2 300x400x250
X410X2 400x560x190 | X722X2 400x300x250
X411X2 400x800x190 X723X2 400x400x250
X412X2 500x300x190 X725X2 400x560x250
X413X2 500x400x190 X726X2 400x600x250
X414X2 360x200x150 X727X2 400x800x250
X415X2 360x300x150 X728X2 500x300x250
X416X2 360x200x190 X729X2 500x400x250
X417X2 360x300x190 X730X2 500x500x250
X430X2 100x100x61 X732X2 560x400x250
X431X2 150x100x61 X733X2 560x560x250
X432X2 150x150x80, 150x150x81 X734X2 600x400x250
X433X2 200x100x61 X735X2 600x600x250
X434X2 200x200x80, 200x200x81 X736X2 600x800x250
X435X2 200x200x121 X737X2 700x500x250
X436X2 300x150x80, 300x150x81 X738X2 800x400x250
X437X2 300x200x80, 300x200x81 X740X2 800x1000x250
X438X2 300x200x121 X741X2 1000x800x250
X439X2 300x300x120, 300x300x121 |
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Physical-Technical Testing Institute
Ostrava - Radvanice

ANNEX

to Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

Tab. 4 — used Ex components in boxes — terminal blocks:

PTB 98 ATEX 3125U KEMA 97 ATEX 2521U KIWA 17 ATEX 0022V
PTB 98 ATEX 3129V DEMKO 16 ATEX 1808U KEMA 03 ATEX 2380U
PTB 98 ATEX 3131U KEMA 97 ATEX 4677U KIWA19 ATEX 0019U
PTB 98 ATEX 3132U KEMA 98 ATEX 1684U KEMA 04 ATEX 2048U
PTB 98 ATEX 3133U KEMA 98 ATEX 1687U KEMA 06 ATEX 0017U
PTB 98 ATEX 3134U DEMKO 15 ATEX 1467U TUV 18 ATEX 8821U
PTB 99 ATEX 3109V DEMKO 15 ATEX 1346U PTB 99 ATEX 3132U
PTB 00 ATEX 3110U DEMKO 15 ATEX 1468U PTB 06 ATEX 1034U
PTB 00 ATEX 3113U KEMA 96 ATEX 4370U KEMA 01ATEX 2260U
PTB 03 ATEX 1162U KEMA 98 ATEX 1651U SEV 12 ATEX 0168U
PTB 03 ATEX 1188U KEMA 98 ATEX 1786U KIWA 14 ATEX 0011U
PTB 05 ATEX 1030U KEMA 99 ATEX 4487U DEMKO 03 ATEX 136028U
PTB 05 ATEX 1031U KEMA 99 ATEX 8332U TUV 18 ATEX 8221U
PTB 05 ATEX 1070U KEMA 00 ATEX 2052U KEMA 01 ATEX 2260U
PTB 05 ATEX 1094U KEMA 00 ATEX 2129U PTB 09 ATEX 1111U
PTB 05 ATEX 1095U KEMA 00 ATEX 2100U PTB 09 ATEX 1112U
PTB 11 ATEX 1041U KEMA 01 ATEX 2046U SEV 13 ATEX 0159U
DEMKO 14 ATEX 1338U KEMA 01 ATEX 2129U SEV 19 ATEX 0335U
TOV 18 ATEX 8207U KEMA 03 ATEX 2082U PTB 19 ATEX 1014U
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\ Physical-Technical Testing Institute
) Ostrava - Radvanice

ANNEX

to Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

Tab. 5 — Used Ex components in boxes —enclosures:

Device boxes — Al-alloy

Device boxes — Polyester

Device boxes — steel

PTB 98 ATEX 3101U

IBExU 12 ATEX 1144U

PTB 01 ATEX 1061U

FTZU 13 ATEX 0162U

FTZU 01 ATEX 0074U

PTB 03 ATEX 1013U

SIRA 18 ATEX 3261U IBExU13ATEX1003U PTB 02 ATEX 1082U
IBEXUOBATEX1065U PTB 00 ATEX 1101U
SIRA 18 ATEX 3261U
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Physical-Technical Testing Institute
Ostrava - Radvanice

ANNEX

to Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

The schedule of max. number of the clamps depending on the conduit size and nominal load

for rated load of temperature

The boxes of Al-alloy (position- horizontally temperature of conductor 30 K, temperature of blocks 40K)

TYPE X09X0 X10X0 X11X0 X16X0 X17X0 X18X0 X19X0 X21X0, X20X0
Size of conductor (mm?) 15| 250415 | 25015 | 2515|2515 | 2515|2515 |25015|25| 4 6
Max. quantity of the blocks
on thgrail y 7 7 12 (12§21 | 21 8 8 16 | 16 § 24 | 24 § 37 | 37 | 18 | 18 | 15 | 12
Max. quantity of the rails 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
6 A 7 7 12 |12 | 21 | 21 8 8 16 | 16 | 24 | 24 | 37 | 37 | 18 | 18 | 15 | 12
10A 7 7 12 | 12 21 | 21 § 8 8 16 | 16 § 24 | 24 § 27 | 37 | 18 | 18 | 15 | 12
13A 3 7 3 12 3 | 21 3 8 ' 3 16 3 | 24 3 28 3 18 | 15 | 12
16 A 7 9 13 s | 12 7 7 8 | 15 | 12
20 A 3 3 3 3 I 3 3 3 3 14 | 12
25A | 3 |12
32A 1 | 3
TYPE X22X0 X23X0 X24X0
Size of conductor (mm?) 1,5/ 25| 4 6 10 8§15 | 25| 4 6 10 | 16 §15 (25| 4 6 10
Max. quantity of the blocks
Py th: rail y 33 |33 |28 |22 | 17§37 |37 |31 |24 |19 | 15461 | 61|52 |40 | 32
Max. quantity of the rails 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
6A 33 | 33 | 28 | 22 |17 § 37 | 37 | 31 | 24 | 19 [ 15461 | 61 | 52 | 40 | 32
10 A 33 | 33 | 28 | 22 | 17 33 | 37 | 31| 24 | 19 | 15§ 37 | 61 | 52 | 40 | 32
13A 3 33 | 28 | 22 | 17 3 |33 |31 |24 |19 | 15} 3 39 | 52 | 40 | 32
16 A 10 | 28 | 22 | 17 11 | 31 | 24 | 19 | 15 11 | 51 | 40 | 32
20 A 3 16 | 22 | 17 3 24 | 24 | 19 | 15 3 17 | 40 | 32
25 A 3 18 | 17 3 18 | 19 | 15 3 19 | 32
32A 3 15 6 16 | 15 3 18
40 A 3 3 3 15 3
50 A 2 6 2
63 A 3
TYPE X25X0 X26X0
Size of conductor (mm?) 15125 4 6 10 |16 § 15| 25| 4 6 10 | 16
Max. quantity of the blocks
ontherail 25 |25 |21 |16 |13 [ 10 44 | 44 | 37 | 20 | 23 | 19
Max. quantity of the rails 1 2 2 2 1 1 1
6A 10 § 83 | 88 | 74 | 29 | 23 | 19
10A 10 § 43 | 88 | 74 | 29 | 23 | 19
13A 10 3 |44 | 74 | 29 | 23 | 19
16 A 10 2 12 | 58 | 29 | 23 | 19
20 A 10 3 |20 | 20| 23| 19
25 A 10 3 | 22|23 19
32A 10 3 120 | 19
40 A 10 4 | 19
50 A 6 2 15
63A 3 3
Page: 6/35

This certificate Fnay_cnly be reproduced in its entirety and without any change, schedule included.

Thls’cé&ﬁdme%s@iﬁiféd subject to the general conditions of the FTZU, s.p.

Physical-Technical Testing Institute, s.p., Pikartska 1337/7, 716 07 Ostrava - Radvanice, Czech Republic
tel.: +420 595 223 111, +420 604 203 525, e-mail: ftzu@ftzu.cz, www.ftzu.cz




to Supplementary EU - Type Examination Certificate No. 6

Physical-Technical Testing Institute

Ostrava - Radvanice

ANNEX

to FTZU 07 ATEX 0069
TYPE X27X0 X28X0
Size of conductor (mm?) 1,525 4 6 10 | 16 | 25 | 35 1,5 (25 | 4 6 10 | 16 | 25 | 35
Max. quantity of the blocks on the rail 63 | 63 | 54 [ 41 |33 |27 | B 5 §100 | 100 | 85 [ 66 | 53 | 43 | 8 8
Max. quantity of the rails 2 2 2 1 1 1 1 1 2 2 2 1 1 1 1 1
6A 126 | 126 | 108 | 41 | 33 | 27 5 5 §200 200 (170 | 66 | 53 | 43 | 8 8
10 A 43 |120 | 108 | 41 | 33 | 27 | 5 5 ) 43 [ 122 (170 | 66 | 53 | 43 | 8 8
13A 3 |46 [106 | 41 | 33 | 27T | 5 5 3 |47 |120 | 66 | 53 | 43 | 8 8
16 A 13 | 60 | 41 | 33 | 27 | & 5 13 | 60 | 66 | 53 | 43 | 8 8
20 A 3 |20 |41 |33 |27 | 5 5 3 20 | 64 | 53 | 43 | & 8
25 A 3 | 23| 33 | 27 5 5 3 24 | 53 |43 | 8 8
32A 3 | 22 | 27 5 5 3 |24 | 43 | 8 8
40A 4 | 26 | 5 5 11 | 32 | 8 8
50 A 2 12 | § 5 2 9 8 8
63 A 3 5 5 3 8 8
80 A 3 5 3 8
100 A 3 3
TYPE X29X0 X31X0
Size of conductor (mm?) 1,525 4 6 10 | 16 | 25 | 35 § 15|25 | 4 6 10 | 16 | 25 | 35
Max. quantity of the blocks on the rail 32 | 32 | 27 | 21 | 17 | 13 9 9 47 | 47 | 40 | 31 [ 25 | 19 | 13 | 13
Max. quantity of the rails 2 2 2 2 1 1 1 1 2 2 2 2 1 1 1 1
6A 64 | 64 | 54 | 42 | 17 | 13 | 9 9 94 | 94 | 80 | 62| 25 | 19 | 13 | 13
10 A 46 [ 64 | 54 | 42 | 17 | 13 | 9 9 §51 |94 |80 |62 | 25|19 | 13 | 13
13A 3 |49 | 54 | 42 | 17 | 13 | 9 o | 3 |54 |80 | 62| 25 | 19 | 13 | 13
16 A 13 | 54 [ 42 | 17 | 13 | 9 9 15 | 69 | 62 | 25 | 19 | 13 | 13
20A 3 | 21|42 |17 |13 | 9 9 3 | 23 |62 | 25|19 | 13 | 13
25A 3 [23 |17 |13 | 9 9 3 | 26| 25|19 | 13 | 13
32A 3 17 113 | 9 9 3 | 25|19 | 13 [ 13
40 A 4 [ 13| 9 9 5 |19 | 13 | 13
50 A 2 8 9 9 3 |10 | 13 | 13
63 A 3 8 9 3 9 13
80 A 3 9 3 6
100 A 3 3
TYPE X32X0 X33X0
Size of conductor (mm?) 1,51 25| 4 6 |10 [ 16 | 25 | 35 §1,5 | 25| 4 6 |10 | 16 | 25 | 35
Max. quantity of the blocks on the rail 57 | 57 | 48 | 37 | 30 | 24 | 16 | 16 § 70 | 70 | 60 | 46 [ 37 | 29 | 20 | 20
Max. quantity of the rails 2 2 2 2 1 1 1 1 2 2 2 2 1 1 1 1
6A 114 | 144 | 96 | 74 | 30 | 24 | 16 | 16 §140 | 140 | 120 | 92 | 37 | 29 | 20 | 20
10A 52 |114 | 96 | 74 | 30 | 24 | 16 | 16 | 56 | 140 | 120 | 92 | 37 | 29 | 20 | 20
13A 3 56 | 96 | 74 | 30 | 24 | 16 | 16 § 3 61 [120 | 92 | 37 | 29 | 20 | 20
16 A 15 | 71 | 74 | 30 | 24 | 16 | 16 17 | 78 | 92 | 37 | 29 | 20 | 20
20A 3 [ 24 | 74| 30 | 24 | 16 | 16 3 26 | 82 | 37 | 29 | 20 | 20
25 A 3 | 27 | 30 | 24 | 16 | 16 3 30 | 37 | 29 | 20 | 20
32A 3 | 26 | 24| 16 | 16 3 |29 | 20 | 20 | 20
40 A 5 | 24 | 16 | 16 6 | 29 | 20 | 20
50 A 3 |10 | 16 | 16 3 [ 11 ]2 | 2
63 A 3 10 | 16 3 |11 ]2
80 A 3 9 3 | 12
100 A 3 3
Page: 7/35

This certificate is granted subjéct to the general conditions of the FTZU, s.p.

This certificate may only be reproduced in its entirety and without any change, schedule included.

Physical-Technical Testing Institute, s.p., Pikartska 1337/7, 716 07 Ostrava - Radvanice, Czech Republic
tel.: +420 5905 223 111, +420 604 203 525, e-mail: fzu@ftzu.cz, www.ftzu.cz




Physical-Technical Testing Institute
Ostrava - Radvanice

ANNEX

to Supplementary EU - Type Examination Certificate No. 6
to FTZU 07 ATEX 0069

TYPE X35X0 | X42X0
Size of conductor mm?) 1 1,5 | 25 | 4 6 10 | 16 | 25 | 35 15| 25 | 4 6 10 | 16 | 25 | 35 | 50 | 70 | 95
Max. quantity of the
blocks on the rail 108 | 108 | 92 | 71 | 57 | 46 | 32 | 32 ' 70 | 70 | 60 | 46 | 37 | 29 | 20 | 20 | 17 | 17 | 17
Max. quantity of the railsj 3 3 2 2 1 1 1 1 3 3 3 3 2 2 1 1 1 1 1
6A 321 324 | 184 | 142 | 57 | 46 | 32 | 32 §210 | 210 | 180 [ 138 [ 111 | 58 | 20 | 20 | 17 | 17 | 17
10 A 55 | 157 | 184 | 142 | 57 | 46 | 32 | 32 f 58 | 163 | 180 | 138 | 111 | 58 | 20 | 20 | 17 | 17 | 17
13A 3 61 [154 | 142 | 57 | 46 | 32 | 32 3 63 | 160 [ 138 111 | 58 | 20 | 20 | 17 | 17 | 17
16 A 16 | 77 | 142 | 57 | 46 | 32 | 32 17 | 81 |138 [111 | 58 | 20 | 20 | 17 | 17 | 17
20 A 3 26 | 83 | 57 | 46 | 32 | 32 3 27 | 85 |111| 58 | 20 | 20 | 17 | 17 | 17
25 A 3 31 | 57 | 46 | 32 | 32 3 31 |80 | 58| 20| 20| 17 | 17 | 17
32A 3 | 32|46 | 32 | 32 3 31 | 58 | 20 | 20 | 17 | 17 | 17
40 A 6 |42 | 32 | 32 6 |42 | 20| 20 | 17 | 17 | 17
50 A 3 12 | 32 | 32 3 12 | 20 | 20 | 17 | 17 | 17
63 A 3 12 | 32 3 12 | 20 | 17 | 17 | 17
80 A 3 12 3 13 | 17 | 17 | 17
100 A 3 3 9 17 | 17
125 A 3 7 17
160 A 3 3
200 A 2
TYPE X43X0 X46X0 X47X0
Size of conductor (mm?) 1,5/ 25| 4 6 10 | 16 | 25 | 35 | 50 | 70 | 95 § 1,5 | 25| 4 1,5/ 25| 4
Max. quantity of the blocksontherail | 108 | 108 | 92 | 71 [ 57 [ 46 | 32 | 32 | 27 | 27 | 27 § 14 | 14 | 12 § 25 | 25 | 22
Max. quantity of the rails 3 3 3 3 2 2 1 1 1 1 1 1 1 1 1 1 1
6A 324 (324 | 276 [ 213 (114 | 92 | 32 | 32 | 27 | 27 | 27 § 14 | 14 | 12 § 25 | 25 | 22
10A 62 | 178 276 | 213|114 | 92 | 32 | 32 | 27 | 27 | 27 § 14 | 14 | 12 § 18 | 25 | 22
13A 3 60 [175 (213 (114 | 92 | 32 | 32 | 27 | 27 | 27 § 3 14 | 12 3 18 | 22
16 A 19 | 88 | 191 | 114 | 92 | 32 | 32 | 27 | 27 | 27 6 12 5 | 22
20 A 3 30 | 95 | 114 ]| 92 | 32 | 32 | 27 | 27 | 27 2 12 2 9
25 A 3 35 | 93 | 92 [ 32 | 32 | 27 | 27 | 27 3 3
32A 3 36 | 92 | 32 | 32 | 27 | 27 | 27
40 A v 48 | 32 | 32 | 27 | 27 | 27
50 A 3 14 | 32 | 32 | 27 | 27 | 27
63 A 3 14 | 32 | 27 | 27 | 27
80 A 3 14 | 27 | 27 | 27
100 A 3 10 | 26 | 27
125 A 3 8 | 20
160 A 3 4
200 A 2
TYPE X48X0 X49X0 X50X0 X51X0
Size of conductor (mm?) 1,5 25 1,61 25| 4 6 1,525 4 6
Max. quantity of the blocks on the rail § 33 | 33 22 | 22 |18 | 14 § 32 | 32 | 27 | 21
Max. quantity of the rails 1 1 1 1 1 1 1 1 1 1
6A 33 | 33 22 | 22 | 18 | 14 | 32 | 32 | 27 | 21
10A 330m33 22 | 22 | 18 | 14 § 32 | 32 | 27 | 21
13A 3 33 3 22 | 18 | 14 3 | 32|27 | 21
16 A 9 10 | 18 | 14 11 | 27 | 21
20 A 3 3 16 | 14 3 17 | 21
25 A 3 14 3 19
32A 3 3
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TYPE X52X0 X53X0 X54X0
Size of conductor (mm?) 1,5 25| 4 6 |10 | 16 §1,5[25 | 4 6 |10 | 16 §15/25 | 4
Max. quantity of the blocks ontherail | 28 | 28 | 24 | 19 | 15 | 11 | 47 | 47 | 40 | 31 | 25 | 19 J 38 | 38 | 32
Max. quantity of the rails 2 2 1 1 1 1 2 2 1 1 1 1 1 1 1
6A 56 | 56 | 24 | 19 | 15 | 11 J 94 | 94 | 40 | 31 | 25 | 19 § 38 | 38 | 32
10 A 41 | 56 | 24 | 19 | 15 | 11 § 46 | 94 | 40 | 31 | 25 | 19 § 38 | 38 | 32
13A 3 |43 [ 24 |19 |15 | 11 3 |48 | 40 | 31 | 25 | 19§ 3 | 38 | 32
16 A 11|24 |19 |15 | 11 13 | 40 | 31 | 25 | 19 11 | 32
20A 3 [19]19 15[ 11 3 |21 | 31|25 | 19 3 |18
25A 3 |19 |15 [ 11 3 | 23|25 | 19 3
32A 3 /15| " 3 |22 ] 19
40 A 3 | 11 4 | 19
50 A 2 7 2 8
63 A 3 3
TYPE X55X0 X56X0
Size of conductor (mm?) 15125 4 6 10 [ 16 | 25 [ 35 § 1,5 | 25| 4 6 |10 [ 16 | 25 | 35
Max. quantity of the blocks ontherail § 32 | 32 | 27 [ 21 | 17 | 13 | 9 O 57 | 57 | 48 | 37 | 30 | 24 | 16 | 16
Max. quantity of the rails 2 2 2 2 1 1 1 1 2 2 2 2 1 1 1 1
6A 64 | 64 | 54 | 42 | 17 |13 | 9 9 §114 [114 | 96 | 74 | 30 | 24 | 16 | 16
10 A 55 | 64 | 54 | 42 | 17 | 13 | 9 9 63 (114 96 | 74 | 30 | 24 | 16 | 16
13A § 3 |59 |54 )42 |17 |13 ] 9 9 3 [ 68 | 96 | 74 | 30 | 24 | 16 | 16
16 A 16 | 54 [ 42 | 17 [ 13 | 9 9 18 | 87 | 74 | 30 | 24 | 16 | 16
20A 3 [ 26 |42 | 17 [ 13 | 9 9 3 [ 26 [ 74 | 30 [ 24 | 16 | 16
25 A 3 | 28 |17 [ 13 ]| 9 9 3 [ 33|30 | 24| 16 | 16
32A 3 |17 |13 ] 9 9 3 |30 | 24|16 | 16
40 A 5 |13 ]| 9 9 6 | 24 | 16 | 16
50 A 3 /10| 9 9 3 |13 | 16 | 16
63 A 3 9 9 3 [ 12 | 16
80 A 3 9 3 |13
100 A 3 3
TYPE X57X0 XS58X0
Size of conductor mm?)§ 1,5 | 25 | 4 6 |10 | 16 | 25 | 35 11,5 (25| 4 6 |10 | 16 | 25 | 35 | 50 | 70 | 95
Max. quantity of the
blocks on the rail 70 | 70 | 60 | 46 | 37 | 20 | 20 | 20 § 70 | 70 | 60 | 46 | 37 | 29 | 20 | 20 | 17 | 17 | 17
m’; quantity of the 2222111 13l3ls|3|2]2|1|1]1]1]1
6A 140 | 140 | 120 / 210|210 /180|138 | 74 | 58 | 20 | 20 | 17 | 17 | 17
10A 71 | 140 | 120 71 [200 180 (138 | 74 | 586 | 20 | 20 | 17 | 17 | 17
13A 3 | 77 [120 3 | 78 |180 (138 | 74 | 58 | 20 | 20 | 17 | 17 | 17
16 A 21 | 99 21 | 99 |138| 74 | 58 | 20 | 20 | 17 | 17 | 17
20A 3 33 3 |34 [105| 74 | 58 | 20 | 20 | 17 | 17 | 17
25A 3 3 |39 |74 |58 |20 |20 |17 | 17 | 17
32A 3 | 39|58 |20 |2 |17 | 17 | 17
40 A 7 |51 (20 |20 |17 | 17 | 17
50 A 3 | 15|20 | 20 | 17 | 17 | 17
63 A 3 |15 ]2 |17 | 17 | 17
80 A 3 |16 | 17 | 17 | 17
100 A 3 |11 ]17 | 17
125 A 3 8 | 17
160 A 3 4
200 A / 2
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TYPE \ X59X0 R
Size of conductor (mm?) 1,5 25 4 6 10 16 25 35 50 70 95
| Max. quantity of the blocks on the rail } 70 | 70 60 46 37 29 20 | 20 17 | 17 17
Max. quantity of the rails 3 3 3 3 2 2 1 1 1 1 | 1
6A 210 | 210 | 180 | 138 74 58 20 20 17 17 17
10A 76 | 210 | 180 | 138 74 58 20 20 17 17 17
13A 3 83 180 138 74 58 20 20 17 17 17
16 A 23 106 | 138 74 58 20 20 17 17 17
20A 3 36 112 74 58 20 20 17 17 17
B 25A 3 41 107 58 20 20 17 17 17
32A 3 42 58 20 20 17 17 17
| 40 A | 8 55 20 20 17 17 17
. 50A 3 16 20 20 17 17 17
' 63 A 3 16 | 20 | 17 | 17 | 17
; B0A 3 7 [ 17 | 17 | 17
100 A | 3 12 17 17
| 125 A ] 2 9 17
[ 160 A | 3 ]
5 200 A — 2
TYPE ] X60X0 ] -

Size of conductor (mm?) 1,5 25 | 4 6 10 | 16 25 35 50 70 95
_Max. quantity of the blocks on the rail | 108 | 108 92 7 57 46 | 32 | 32 27 27 27
Max. quantity of the rails 3 3 3 3 2 2 1 1 1 1 1

6A 1324 | 324 276 213 114 92 32 32 27 27 27

10A 74 | 212 276 213 114 92 32 32 27 27 27

13A 1 3 83 208 | 213 | 114 92 32 32 27 27 27

16 A 23 105 | 213 | 114 92 32 32 27 27 27

- 20A 3 36 113 | 114 92 32 32 27 27 27
25A 3 42 111 92 32 32 27 27 27

32A = 13 3 43 92 32 32 27 27 27

40A 8 58 32 32 27 27 27

50 A 3 17 32 32 27 27 27

63 A 3 17 32 27 27 27

80 A | 3 17 27 27 27

100 A 3 13 27 27

125A 3 10 25

n 160A | 3 5
200 A 3

TYPE B X70X0 . ]

| Size of conductor (mm?) 15| 25 4 6 10 | 16 25 35 50 70 95
Max. quantity of the blocks on the rail | 108 | 108 92 7 57 | 46 32 32 27 27 27
Max. quantity of the rails 4 | 4 4 3 3 3 2 2 1 1 1
6A 432 | 432 | 376 | 203 171 138 64 64 27 27 27
10A 90 | 259 | 376 | 203 171 138 64 64 27 27 27
13A 4 | 101 | 253 | 203 171 138 64 64 27 27 27
16 A 28 128 | 203 171 138 64 64 27 27 27
20A 3 43 139 171 138 64 64 27 27 27
25A | 3 51 139 138 64 64 27 27 27
- 32A | 3 55 138 64 64 27 27 27
40 A 11 73 64 64 27 27 27
. 50 A 3 21 64 64 27 27 27
63 A 3 22 64 27 27 27
L 80A ~ o N 3 21 27 27 27
100 A 3 16 27 27
~ 125A 3 13 27

160 A 3 7

200 A [ - 3

[
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The boxes of polyester (temperature of blocks: 40K)

TYPE X12X1 X12X1 X13X1 X13X1 X14X1 X15X1, X015X1 X20X1 B
Position arbitrary § arbitrary | arbitrary § arbitrary J horizontally horizontally arbitrary
Warming conductor 30K § 40K 30K 40K 30K 30K 30K
Size of conductor (mm?) 1,5 25015 | 250§ 15 ‘ 25015 | 25015 | 25 15 [ 25 1,5 /25| 4 | 6
Max. quantity of theblocks | 1o | 10 10 10 |15 15 |15 | 15| 23 23 | 28 28 |18 18 |15 | 12
| Max. quantity of the rails 1181 | 1 1 1 1 1§ 1 1 11 11111
6A 10 (100 10 | 10 § 15 | 15 | 15 | 15 | 23 23 28 28 18 | 18 | 15 | 12
10A 10 (10§ 10 | 10 § 15 | 15 § 15 | 15 § 23 23 21 28 18 | 18 | 15 | 12
13A 6 | 10 l 10 | 10 6 | 15 3 15 3 23 3 21 3 |18 | 15 | 12
; 16 A 3 /6§ 3 10 Sl 12 2 | 13 9 6 14 | 15 | 12
C “20A | o [ e sy [ 8 3 3 3| 15 [ 12
[ 25A 3 12
_ 32A | , 6
TYPE _ X20X1 X23X1 ] X23X1 _
Position arbitrary — horizontally horizontally
Warming conductor ) 40K 30K 40K
Size of conductor (mm?) 15125 4 | 6 §15/ 25| 4 6 (10 (16§15 25| 4 | 6 | 10 | 16
Max. quantity of the blocks on therail | 18 18 16 | 12 §37 |37 | 31 | 24 [ 19 | 15 § 37 | 37 | 31 | 24 | 19 | 15 |
Max. quantity of the rails 1 1 R | o 1 1 1 1 |1 1 1 1 111 1 1 ]
6A § 18 18 15 12 §37 [ 37 | 31 | 24 | 19 |15 37 | 37 | 31 | 24 | 19 | 16
I 10A 18 18 15 12 §21 | 37 | 31 | 24 | 19 | 15 § 37 | 37 | 31 | 24 | 19 | 16
13A 17 18 15 12 § 330 | 31 | 24 [ 19 | 15 § 11 | 37 | 31 | 24 | 19 | 16
16 A 2 18 15 12 9 |31 |24 19 | 15§ 3 | 24 | 31 | 24 | 19 | 16
20A 9 15 12 3 | 24 |24 19 | 15 ) 6 30| 24 | 19 | 16
25 A 6 12 § 3 /14 |19 | 15 20 [ 24 | 19 | 16
32A - 12 6 |11 [ 15 18 | 19 | 16
40 A 9 3 3 | 15 | 12 | 9 | 16
50 A . ] = | 4 [ 3 |12
63 A 2 3
| TYPE X25X1 - X26X1
| Position | arbitrary horizontally
| Warming conductor 30K - 30K
Size of conductor (mm?) 1,5/ 25| 4 6 | 10 | 16
Max. quantity of the blocks on the rail 44 | 44 | 37 | 29 | 23 | 19
| Max. quantity of the rails 2 2 2 |1 1 1
L BA 88 | 88 | 74 | 29 | 23 | 19
10A 43 | 88 | 74 | 29 | 23 | 19
13A 3 |45 | 74 29 | 23 | 19
16 A 2 |12 | 58 | 29 | 23 | 19
20A 3 |20 | 29 | 23 | 19
25A 3 |22 |23 |19
I 32A 3 |20 | 19
40 A B 4 | 19
50 A 2 | 15
L 63 A 3
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TYPE X27X1 X28X1
Position horizontally horizontally -
Warming conductor 30K 30K e
Size of conductor (mm?) 15 [ 25 4 | 6 |10 |16 | 25 [ 35§ 15 | 2,5 4 6 |10 16 | 25 | 35
Max. quantity of the
blocks on the rail 63 | 63 | 54 (41|33 |27 | 5 | 5 §100| 100 | 8 |66 |53 43| 8 | 8
Max. quantity of the rails 2 2 2 [ 111 1 1 14 2 2 2 1 1 |1 1 1
6A 126 | 126 [ 108 | 41 [ 33 |27 | 5 | 5 § 200 [ 200 | 170 | 66 | 53 | 43 | 8 | &
10A 1 33 | 93 [108 |41 [ 33 27 | 5 | 5 J 33 | 93 | 170 | 66 S3 | 43 | 8 | B
13A 3 36 | 92 41 (33 27| 5 | 5§ 3 36 | 91 |66 | 53 | 43 | 8 | 8
16 A 2 10 | 46 41 (33 27 5 | 5 10 | 46 66 53 |43 | 8 | 8
20A 3 15 | 41 |33 27 | 5 | 5 3 15 |49 53 |43 8 | 8
25A 3 |17 ]33 [27[5 | 5 3 18 |47 (43 | 8 | 8
32A 3 |10 )27 |5 |5 3 |18 |43 8 | 8
40 A 3 |22 |5 |5 11 /24 | 8 | 8
50 A 2 (12| 5 | 5 2|78 ||[8
63 A - 35|65 e 0 230 [
80 A 3|65 3 | 7
[ 100 A 3 3
TYPE B X37X1 X38X1 |
Position arbitrary arbitrary -
Warming conductor 3K ) 30K |
Size of conductor (mm? § 1,525 4 | 6 |10 [16 | 25 [ 35 [ 50 [ 70 #1525 4 [ 6 [ 10 | 16 | 256 35 | 50 | 70 |
Max. quantity of the |
blocks on the rail 43 | 43 . 37 | 28 | 23 18 | 13 | 13 : 10 10 § 43 | 43 | 37 _28 23 | 18 | 13 | 13 .10 i
Max. quantity oftherails § 2 | 2 | 2 | 2 | 1 1 111 1 1 2. 1L2. ] 2 [ 21 1 1 111 1 1
6A 86 [ 86 | 74 | 56 | 23 [ 18 | 13 [ 13 [ 10 [ 10 § 86 | 86 | 74 | 56 | 23 | 18 | 13 | 13 | 10 | 10
10A 41 (86 |74 |56 | 23 (18 | 13 | 13 |10 | 10 § 43 | 86 | 74 | 56 | 23 | 18 | 13 | 13 | 10 | 10
13A 3 |44 |74 [ 56 | 23 |18 [ 13 | 13 |10 |10 § 3 |46 | 74 | 56 | 23 | 18 | 13 | 13 | 10 | 10
16 A 2 (12 |56 |56 23 [ 18 [13 |13 |10 |10 4 2 |12 | 59 | 56 | 23 | 18 | 13 | 13 | 10 | 10
20A 3 |19 [ 56|23 |18 |13 | 13 | 10 | 10 3 |20 56|23 |18 | 13 | 13 | 10 | 10
- 25A 3 | 21|23 |18 [ 13 | 13 | 10 | 10 3 |22 |23 |18 [ 13 |13 | 10 | 10
32A 3 |2 18 |13 |13 | 10 | 10 | 3 |21 |18 |13 | 13 | 10 | 10
40 A 4 |18 |13 |13 | 10 | 10 4 |18 113 | 13 | 10 | 10
50 A 2 |8 [13 /13 | 10 | 10 2 | 8 |13 |13 |10 | 10
63 A 3 /7 (1310 | 10 3 .8 [ 13 /10| 10
80A 3 [ 13 ] 10 | 10 i 3|9 [10] 10
| 100 A 3,15 |10 B 3 /6 |10
I 125 A 3 | 4 3 | 4
160 A 2 _ 2
E e
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TYPE X39x1 X39X1

Position horizontally horizontally

Warming conductor 30K 40K

Size of conductor (mm?) § 1,5 | 25 | 4 6 |10 [ 16 | 25 | 35 | 50 | 70 §1,5[25| 4 6 |10 |16 | 25 | 35 | 50 | 70

Max. quantity of the

blocks on the rail 43 | 43 | 37 |28 |23 |18 |13 |13 |10 | 10§70 | 70 | 60 | 46 | 36 | 30 | 22 | 22 | 17 | 17

Max. quantity of the railsfj 2 2 2 2 1 1 1 1 1 1 2 2 2 2 1 1 1 1 1 1

6A 86 | 86 | 74 | 56 | 23 | 18 | 13 | 13 | 10 | 10 §140 140 (120 | 92 | 36 | 30 | 22 | 22 | 17 | 17
10A 43 |86 |74 | 56| 23|18 |13 [ 13 | 10 | 10 § 44 [124[120| 92 | 36 | 30 | 22 | 22 | 17 | 17
13A l 346 [ 74 56|23 |18 |13 [ 13 |10 | 10§ 3 | 48 [120] 92 | 36 | 30 | 22 | 22 | 17 | 17
16 A l 212505623 |18 [13[13 |10 |10 0 2 [ 13 |61 |92 | 36 |30 | 22 | 22 | 17 | 17
20 A | | 3 |20 |56 | 23|18 |13 |13 | 10 | 10 3 [ 21|65 |36 |30 ] 22|22 17 | 17
25A | 3 | 22|23 |18 |13 |13 | 10 | 10 3 | 24|36 | 30| 22 | 22| 17 | 17
32A | 3 |21 |18 [ 13 |13 [ 10 | 10 3 [ 23|30 |2 | 22|17 | 17
40 A I 4 |18 | 13 | 13 [ 10 | 10 4 [ 30| 22|22 |17 | 17
50 A 2 8 [13 |13 | 10 | 10 3|9 |22 ]2 17 | 17
63 A 3 8 |13 [10 | 10 3 9 | 22 | 17 | 17
80 A 3 9 | 10 | 10 3 |22 |17 | 17
100 A 3 6 | 10 3 6 | 16
125 A 3 4 3 5
160 A 2 2
= == ==L

TYPE X40X1 X44x1

Position horizontally arbitrary

Warming conductor 30K 30K

Size of conductor mm?) § 1,5 | 25 | 4 6 |10 [ 16 [ 25 | 35 | 50 [ 70 §15)| 25| 4 6 |10 |16 | 25 | 36 | 50 | 70

Max. quantity of the

blocks on the rail 70 | 70 | 60 | 46 | 36 | 30 | 22 | 22 | 17 |17 63 | 63 | 54 | 41 | 33 (27 | 20 | 20 [ 16 | 15

Max. quantity of the railsj 2 2 2 2 1 1 1 1 1 1 2 2 2 1 1 1 1 1 1 1
6A 140 140 [120 | 92 | 36 | 30 | 22 | 22 | 17 | 17 §126 |126 | 108 | 41 | 33 [ 27 | 20 | 20 | 15 | 15
10A 48 (134|120 92 [ 36 | 30 | 22 | 22 | 17 | 17 J 41 [115[108 | 41 | 33 | 27 | 20 | 20 | 15 | 15
13A 3 | 52120 92 | 36 | 30 | 22 | 22 | 17 | 17 ] 3 | 45 (108 41 | 33 | 27 | 20 | 20 | 15 | 15
16 A 2 [14 |67 |92 | 36 |30 | 22 | 22 | 17 [ 17§ 2 |12 | 57 | 41 | 33 |27 | 20 | 20 | 15 | 15
20A 3 |22 |70 |36 |30 | 22| 22|17 | 17 3 119 |41 [33 |27 |20 | 20| 15| 15
25 A 3 126 | 36 | 30 | 22 | 22 | 17 | 17 3 [ 22 |33 |27 |20 | 20| 15| 15
32A 3 |26 | 30 | 22|22 |17 | 17 3 |22 |27 | 20|20 | 15| 15
40 A 5 |30 |22 |22 |17 | 17 4 |27 | 20 | 20 | 15 | 15
50 A 3 [10 | 22 | 22 | 17 | 17 3 8 |20 | 20| 15| 15
63 A 3 110 | 22 | 17 | 17 3 8 [ 20| 15| 15
80 A 3 |10 | 17 | 17 3 9 |15 | 15
100 A 3 7 |17 3 6 | 15
125 A 3 5 3 5
160 A 3 2
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| TYPE ) o X45X1 ]
| Position ! arbitrary
| Warming conductor 30K )
| Size of conductor (mm?) 1525 | 4 6 | 10 16 | 25 | 35 50 | 70 | 95
Max. quantity of the blocks on the rail 70 | 70 | 60 | 46 | 36 | 30 | 22 | 22 | 17 | 17 | 17 |
| Max. quantity of the rails 13 3 3 3 2 2 1 1 1 11 1
6A 210 | 210 [ 180 [ 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
_10A 48 (137 (180 | 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
| 13A 3 53 (134 | 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
. 16 A 2 14 | 67 [ 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
20A 3 23 | 72 | 72 | 60 | 22 | 22 | 17 | 17 | 17
25A 1 3 26 | 69 | 60 | 22 | 22 | 17 | 17 | 17
- 32A 3 | 27 |60 | 22 | 22 | 17 | 17 | 17
40 A 5 36 | 22 | 22 | 17 | 17 | 17
50 A 3 23 | 22 | 22 | 17 | 17 | 17
63 A _ ! 3 10 | 22 | 17 | 17 | 17
[— 80 A ] | 3 22 | 17 | 17 | 17
100 A S 7 17 | 17
125A . | 3 6 15
160 A 3 3
200 A 2
| TYPE X45X1
| Position arbitrary
Warming conductor ) 40K |
Size of conductor (mm?) 15/25| 4 | 6 10 | 16 | 25 | 35 | 50 | 70 | 95
| Max. quantity of the blocks on the rail 70 | 70 | 60 | 46 | 36 | 30 | 22 | 22 | 17 | 17 | 17
Max. quantity of the rails 3 3 3 3 2 2 |1 1 1 1 1
6A 210 | 211 | 180 | 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
10 A B 97 (210 | 180 | 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
13A 24 100 | 180 [ 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
16 A 3 42 (118 [ 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
20A 15 52 | 123 | 72 | 60 | 22 | 22 | 17 | 17 | 17
L 25A 13 | 57 | 72 | 60 | 22 | 22 | 17 | 17 | 17 }
32A 13 | 52 | 60 | 22 | 22 | 17 | 17 | 17
40 A 19 | 60 | 22 | 22 | 17 | 17 | 17
50 A 3 27 | 22 | 22 | 17 | 17 | 17
63 A 4 22 | 22 | 17 | 17 | 17
80A _ I | 5§ [[22 | 17 | 17 | 17 |
100 A | 18 | 17 | 17 | 17
125 A | | 4 14 | 17
- 160 A | 3 3
200 A | 3
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TYPE X71X1 X72X1 X74X1 X75X1
Position horizontally horizontally || horizontally § horizontally
Warming conductor 30K 30K 30K 30K
Size of conductor (mm?) 1,5 | 25 4 6 10 (16 | 25 [ 35 [ 50 [ 70 § 1,5 | 25 § 15 | 25 § 1,5 | 25
Max. quantity of the
blocks on the rail 105 | 105 | 90 70 | 56 | 46 [ 35 | 35 |27 | 27§ 10 10 23 23 28 28
Max. quantity of the rails 2 2 2 2 1 1 1 1 1 1 1 1 1 1 1 1
6A 210 | 210 | 180 | 140 | 56 | 46 | 35 | 35 | 27 | 27 § 10 10 23 23 28 28
10A 44 | 127 | 180 | 140 | 56 | 46 | 35 | 35 | 27 | 27 § 10 10 21 23 21 28
13A 3 49 | 124 | 140 | 56 | 46 | 35 | 35 | 27 | 27 3 10 3 21 3 21
16 A 2 13 | 63 | 136 | 56 | 46 | 356 | 35 | 27 | 27 4 5 14
20A 3 21 67 | 56 | 46 | 35 | 35 | 27 | 27 3 3 3
25 A 3 25 | 56 | 46 | 35 | 35 | 27 | 27
32A 3 | 26|46 | 35 | 35 | 27 | 27
40 A 5 | 34 | 35|35 | 27 | 27
50 A 3 |10 )30 | 35| 27 | 27
63 A 3 |10 | 33 | 27 | 27
80A 3 [10 | 23 | 27
100 A 317 |19
125 A 3 6
160 A 3 1
TYPE X80X1
Position arbitrary
Warming conductor 30K
Size of conductor (mm?) 1,5 | 25 4 6 10 16 | 25 | 35 | 50 | 70 95
Max. quantity of the blocks on the rail 70 | 70 | 60 | 46 | 36 | 30 | 22 | 22 | 17 | 17 | 17
Max. guantity of the rails 3 3 3 3 2 2 1 1 1 1 1
6A 210 | 210 | 180 [ 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
10 A 53 | 150 [ 180 [ 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
13A 3 58 | 147 [ 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
16 A 3 16 | 74 | 138 | 72 | 60 | 22 | 22 | 17 | 17 | 17
20 A 3 25 | 79 | 72 | 60 | 22 | 22 | 17 | 17 | 17
25 A 3 20 | 72 | 60 | 22 | 22 | 17 | 17 | 17
32A 3 30 | 60 | 22 | 22 | 17 | 17 | 17
40 A 6 39 | 22 | 22 | 17 | 17 | 17
50 A 3 12 | 22 | 22 | 17 | 17 | 17
63 A 3 11 | 22 | 17 | 17 | 17
80 A 3 12 | 17 | 17 | 17
100 A 3 8 17 [ 17
125 A 3 6 16
160 A 3 3
200 A 2
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TYPE X365X1

Position horizontally

Warming conductor B 30K

Size of conductor (mm?) 1,5 | 25 4 6 10 | 16 | 25 | 35 | 50 | 70 | 95

ez quantitylat iha 105|105 | 90 | 70 | 56 | 46 | 35 | 35 | 27 | 27 | 27

blocks on the rail

Max. quantity of the rails 3 3 3 3 2 2 1 1 1 1 1

6A 315 | 315 | 270 | 210 | 112 | 92 | 35 | 35 | 27 | 27 | 27

10 A 69 | 197 [ 270 | 210 [ 112 | 92 | 35 | 35 | 27 | 27 | 27
13A 3 76 | 192 | 210 | 112 | 92 | 35 | 35 | 27 | 27 | 27
16 A 3 21 | 97 | 210 [ 112 | 92 | 35 | 35 | 27 | 27 | 27
20A 3 33 | 105|112 | 92 | 35 | 35 | 27 | 27 | 27
25A 3 39 | 104 | 92 | 35 | 35 | 27 | 27 | 27
32A 3 41 | 92 | 35 | 35 | 27 | 27 | 27
40 A 8 54 | 35 | 35 | 27 | 27 | 27
50 A 3 16 | 35 | 35 | 27 | 27 | 27
63A 3 16 | 35 | 27 | 27 | 27
80 A 3 31 | 27 | 27 | 27
100 A 3 12 | 27 | 27
125 A 3 9 23
160 A 3 5
200 A 3
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The boxes of stainless (temperature of conductor: 30K, temperature of blocks: 40K)
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TYPE X320%2
Position B arbitrary =~
Size of conductor (mm?) 15 | 25 4 6 |
Max. quantity of the blocks on therail] 21 | 21 17 13
| Max. quantity of the rails 1 1 1 1
| 6A 21 21 17 13
i 10 A 21 21 17 13
13A 3 219 | 17 13
~_16A 8 | 17 13
20 A 3 13 13
C 25A 3 13
32A B i . 3
TYPE X321X2 X322X2 X323X2,X622X2 X324X2
Position ____horizontally arbitrary ___horizontally horizontally
 Size of conductor (mm?) 15 25| 4 6 §15 25| 4 6 1001525 4 6 §15/ 25| 4 | 6 | 10
Max quantity of theblocks ¥ 30 | 30 | 25 | 20 [ 30 | 30 | 25 |20 |16 |48 | 48 | 42 | 32 |48 |48 |42 | 32 | 26
| Max. quantity of the rails 1T 1 1102271 [1 /1481711182 [2[1]1]1
6A 30 | 30 | 25 | 20 § 60 | 60 | 25 | 20 | 16 § 48 | 48 | 42 | 32 §96 | 96 | 42 | 31 | 26
10A 28 | 30 | 25 | 20 § 39 [ 60 | 25 | 20 | 16 § 40 | 48 | 42 | 32 § 44 | 96 42 31 | 26
13A a 3 [ 20 | 25 | 200 3 |41 |25 20 | 16§ 3 | 43 | 42 | 32§ 3 | 47 |42 | 31 | 26
16 A | 8 |25 20§ 2 11 (25 20 | 16§ 2 | 11 | 42 | 32§ 2 |13 42 31 | 28
20A 3 |13 | 20 3 18 | 20 | 16 3 118 | 32 3 20 31| 26
25 A 3 | 15 | 3 20 16 3 |21 3 | 23 | 26
| 32A 3 3 | 16 3 3 | 22
40A 3 [ Tal
50 A =2 3
=
TYPE X325X2
Position arbitrary
Size of conductor (mm?) 15 /25| 4 6 10 | 16 | 25 | 35 | 50 | 70
:lla?lx. quantity of the blocks on the a8 | 48 | 42 | 32 | 26 | 21 | 16 | 16 | 12 | 12
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1
6A 96 | 96 | 84 [ 32 | 26 | 21 | 16 | 16 | 12 | 12
10A 48 | 96 | 84 | 32 | 26 | 21 | 16 | 16 | 12 | 12
13A 3 |52 84|32 |26 |21 |16 | 16 | 12 | 12
16 A 2 |14 |67 | 32|26 |21 | 16 | 16 | 12 | 12
20A 3 [ 23|32 |26 |21 |16 | 16 | 12 | 12
25A 3 /26|26 |21 |16 | 16 | 12 | 12
32A 3 |25 |21 | 16 | 16 | 12 | 12
40 A 5 |21 |16 | 16 | 12 | 12
50 A 3 |10 | 16 | 16 | 12 | 12
63 A 3 9 |16 | 12 | 12
80 A 3 110 |12 | 12
100 A 3 | 11 ] 12
125 A 3 5
160 A 3
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TYPE X326X2
Position vertically
Size of conductor (mm?) 1,525 | 4 6 | 1016 | 25 | 35 [ 50 | 70 | 95
:gaillx. quantity of the blocks on the 48 | a8 | a2 | 321261211 16 | 16 | 12 | 12 | 12
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1
6A 144 | 144 (126 | 64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
10 A 49 (138 | 126 | 64 | 26 | 21 | 16 [ 16 | 12 | 12 | 12
13A 3 |54 (126 | 64 | 26 | 21 | 16 | 16 | 12 [ 12 | 12
16 A 2 14 | 68 | 64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
20A 3 23 | 64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
25 A 3 27 | 26 | 21 | 16 | 16 | 12 | 12 | 12
32A 3 [ 26| 21|16 | 16 | 12 | 12 | 12
40 A 5 | 21|16 | 16 | 12 | 12 | 12
50 A 3 |10 |16 | 16 | 12 | 12 | 12
63 A 3 [10] 186 [ 12 | 12 | 12
80 A 3 [ 11 ] 12| 12 | 12
100 A 3 7 | 12 | 12
125 A 3 6 | 12
160 A 3 3
200 A 2
TYPE X327X2, X623X2 X328X2, X624X2
Position horizontally arbitrar,
Size of conductor (mm?) 1,5 | 25 4 6 10 15125 )| 4 6 |10 | 16 | 25 | 35 | 50 | 70 | 95
Max. quantity of the
blocks on the rail 68 68 58 45 36 | 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17 | 17
Max. quantity of the rails 2 2 1 1 1 3 3 3 2 1 1 1 1 1 1 1
6A 136 | 136 | 58 45 36 §204 (204 | 174 | 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
10A 46 129 | 58 45 36 55 [ 157 [174 | 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
13A 3 50 58 45 36 3 61 [154 | 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
16 A 2 13 58 45 36 § 3 17 | 78 | 90 | 36 | 30 [ 22 | 22 | 17 | 17 | 17
20A 3 21 45 36 3 26 | 83 | 36 | 30 | 22 | 22 | 17 | 17 | 17
25 A 3 25 36 3 | 30|36 |30 | 22 | 22 | 17 | 17 | 17
32A 3 24 3 13130 | 22 | 22 | 17 | 17 | 17
40 A 4 6 | 30| 22 | 22 | 17 | 17 | 17
50 A 3 3 |12 | 22 | 22 | 17 | 17 | 17
63 A 3 |12 ]| 22 [ 17 | 17 | 17
80 A 3 12 | 17 | 17 | 17
100 A 3 9 17 | 17
125 A 3 7 17
160 A 3 4
200 A 2
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TYPE X329X2, X630X2, X631X2, X632X2, X633X2, X634X2
Position horizontally
Size of conductor (mm?) 1,561 25| 4 6 |10 | 16 | 25 | 35 | 50 | 70 | 95
Max. quantity of the blocksontherail § 98 | 98 | 84 | 65 | 52 | 43 | 32 | 32 | 25 | 25 | 25
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1
6A 294 | 294 | 252 |130 | 52 | 43 | 32 | 32 | 25 | 25 | 25
10 A 62 |178 | 252 130 | 52 | 43 | 32 | 32 | 25 | 25 | 25
13A 3 | 69 (252 (130 | 52 | 43 | 32 | 32 | 25 | 25 | 25
16 A 3 |19 | 88 [130 | 52 | 43 | 32 [ 32 | 25 | 25 | 25
20 A 3 |30 |94 | 52|43 |32 |32 | 25|25 |25
25 A 3 | 35 |52 |43 |32 | 32|25 | 25| 25
32A 3 |36 |43 |32 | 32|25 | 25| 25
40 A 7 |43 | 32 | 32| 25| 25 | 25
50 A 3 |14 | 32 | 32 | 25 | 25 | 25
63 A 3 | 1432|2525 | 25
80 A 3 |14 ]| 25|25 | 25
100 A 3 |11 [ 25 | 25
125 A 3 8 | 21
160 A 3 4
200 A 3
TYPE X330X2 X331X2
Position horizontally arbitrary
Size of conductor (mm?) 1,5(25| 4 6 |10 415[25)| 4 6 |10 |16 | 25 | 35 | 50 | 70
mz"r'a‘i‘lua ntity of the blocks on ¥ 45 | 4a | 4o | 32 | 26 | 48 | 48 | 42 |32 | 26 | 21 | 16 | 16 | 12 | 12
Max. quantity of the rails 2 2 1 1 1 2 2 2 1 1 1 1 1 1 1
6A 96 | 96 | 42 | 32 | 26 J 96 | 96 | 84 | 32 | 26 | 21 | 16 | 16 | 12 | 12
10A 53 | 96 | 42 [ 32 | 26 58 | 96 | 84 | 32 | 26 | 21 | 16 | 16 | 12 | 12
13A 3 |57 | 42 | 32 [ 26| 3 |63 |84 |32 |26 | 21|16 | 16 | 12 | 12
16 A 3 |15 |42 | 32 | 260 3 |17 | 81 | 32 | 26 | 21 | 16 | 16 | 12 | 12
20A 3 | 25| 32 | 26 3 | 27 | 32 | 26 | 21 | 16 | 16 | 12 | 12
25 A 3 | 28 | 26 3 |31 |26 | 21|16 | 16 | 12 | 12
32A 3 | 2 3 126 | 21|16 | 16 | 12 | 12
40 A 5 6 | 21 | 16 | 16 | 12 | 12
50 A 3 3 112 |16 | 16 | 12 | 12
63 A 3 |12 |16 | 12 | 12
80 A 3 /112 | 12 | 12
100 A 3 9 | 12
125 A 3 6
160 A 3
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TYPE X332X2
Position vertically
Size of conductor (mm?) 1,56 125/ 4 6 |10 | 16 [ 25 | 35 [ 50 | 70 | 85
Max. quantity of the
blocks on the rail 48 | 48 | 42 | 32 | 26 [ 21 |16 | 16 | 12 | 12 | 12
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1
6A 144 (144 | 126 | 64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
10A 59 144 |126 | 64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
13A 3 |64 [126| 64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
16 A 3 |17 [ 82 |64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
20 A 3 [ 28 |64 26| 21|16 | 16 | 12 | 12 | 12
25A 3 32|26 | 21| 16 | 16 | 12 | 12 | 12
32A 3 |26 21|16 | 16 | 12 | 12 | 12
40 A 6 | 21|16 | 16 | 12 | 12 | 12
50 A 3 /12|16 | 16 | 12 | 12 | 12
63 A 3 |12 ]16 | 12 | 12 | 12
80 A 3 | 13|12 [ 12 | 12
100 A 3 9 |12 | 12
125 A 3 7 | 12
160 A 3 4
200 A 2
TYPE X333X2 X334X2
Position horizontally arbitrary
Size of conductor (mm?) 1,5/25| 4 6 |10815 |25 | 4 6 | 10 | 16 | 25 | 35 | 50 | 70 [ 95
:f:’t‘h:‘::i'l““y oftheblocks § oo | o5 | 558 | 45 | 36 | 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 [ 17 | 17 | 17
Max. quantity of the rails 2 2 1 1 1 3 3 3 2 1 1 1 1 1 1 1
6A 136 | 136 | 58 | 45 | 36 §204 | 204 [174 | 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
10A 56 | 136 | 58 | 45 | 36 | 66 [ 186 [ 174 | 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
13A 3 |61 |58 |45 | 360 3 | 72 [174]| 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
16 A 3 |17 | 58 | 45 | 368 3 20 | 92 | 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
20 A 3 | 26 | 45 | 36 3 [ 319 |36 |30 | 22| 22|17 | 17 | 17
25 A 3 | 30 | 36 3 |36 |36 | 30 | 22 | 22 | 17 | 17 | 17
32A 3 |30 3 |36 |30 ] 22| 22|17 | 17 | 17
40 A 6 7 |30 22 | 22 | 17 | 17 | 17
50 A 3 3 [ 14| 22 | 22 | 17 | 17 | 17
63 A 3 |14 | 22 | 17 | 1T | 17
80 A 3 |15 | 17 | 17 | 17
100 A 3 [ 11| 17 | 17
125 A 3 8 | 17
160 A 3 4
200 A 3
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TYPE X335X2, X652X2

Position horizontally

Size of conductor (mm?) 1525 | 4 6 |10 | 16 | 25 | 35 | 50 | 70 | 95 | 120 | 150 | 185 | 240

Max. quantity of the

blocks on the rail 98 | 98 | 84 | 65 |52 |43 |32 (32|25 |25 |25 |11 |11 |10 | 10

Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1 1 1 1 1
6A 204 [294 [ 252 (130 | 52 | 43 | 32 | 32 | 25 | 25 [ 25 | 11 | 11 | 10 | 10
10A 72 (207 | 252 (130 | 52 | 43 [ 32 [ 32 [ 25 |25 |25 [ 11 | 11 | 10 | 10
13A 3 | 80 [203]130| 52 | 43 [ 32 [ 32 [ 25 [ 25 [ 25 | 11 | 11 | 10 | 10
16 A 3 | 22 (102130 52 | 43 | 32 [ 32 [ 25 | 25 [ 25 [ 11 | 11 | 10 | 10
20A 3 [ 35 |110] 52 | 43 [ 32 [ 32 | 25 [ 25 [ 25 | 11 | 11 | 10 | 10
25A 3 |41 5243 |32 32| 25|25 |25 |11 | 41| 10 | 10
32A 3 |42 | 43| 32 [ 322525 |25 |11 [ 11 | 10 | 10
40 A 8 |43 [ 32|32 )25 |25 |25 |11 | 11 | 10 | 10
50 A 3 |17 [ 32 |32 |25 [25 |25 |11 | 11 | 10 | 10
63 A 3 1732|2525 |25 | 11 [ 11 [ 10 | 10
80 A 3 |16 | 25 | 25 [ 25 |11 | 11 [ 10 | 10
100 A 3 |12 |25 |25 |11 |11 | 10 | 10
125 A 3 |10 (24|11 |11 | 10 | 10
160 A 3 5 |11 | 11 | 10 | 10
200 A 3 | 1 5 [ 10 | 10
225 A 3 3 7 [ 10
250 A 3 3 7
315 A 3
350 A 2

TYPE X340X2, X720X2

Position vertically

Size of conductor (mm?) 1,56 (25| 4 6 |10 | 16 | 25 | 35 | 50 | 70 | 95

Max. quantity of the

blocks on the rail 48 | 48 | 42 | 32 | 26 | 21 | 16 | 16 | 12 | 12 | 12

Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1
6A 144 (144|126 [ 64 [ 26 | 21 | 16 | 16 | 12 | 12 | 12
10 A 64 (144 (126 | 64 | 26 | 21 | 16 | 16 | 12 | 12 | 12
13A 3 |71 ]126 | 64 [ 26 [ 21 | 16 | 16 | 12 | 12 | 12
16 A 3 /19 |90 |64 | 26| 21 |16 | 16 | 12 | 12 | 12
20A 3 |30 |64 26| 21 |16 | 16 | 12 | 12 | 12
25 A 3 |3 |26 [21|16| 16 | 12 | 12 | 12
32A 3 | 26|21 (16| 16 | 12 | 12 | 12
40 A 7 |21 (16|16 | 12 | 12 | 12
50 A 3 114 | 16 | 16 | 12 | 12 | 12
63 A 3 | 1416 | 12 | 12 | 12
80 A 3 [ 14 |12 | 12 | 12
100 A 3 [10 | 12 | 12
125 A 3 8 | 12
160 A 3 4
200 A 3
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TYPE X341X2, X723X2
Position arbitrary
Size of conductor (mm?) 1,525 4 6 10 | 16 | 25 | 35 | 50 | 70 | 95
Max. quantity of the
blocks on the rail 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17 | 17
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1
6A 204 | 204 | 174 | 90 [ 36 | 30 | 22 | 22 | 17 | 17 | 17
10 A 72 | 203|174 | 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
13 A 3 |79 [174] 90 | 36 [ 30 | 22 | 22 | 17 | 17 | 17
16 A 3 [21]|100] 90 | 36 | 30 | 22 | 22 | 17 | 17 | 17
20A 3 |34 )90 | 36 | 30 |22 | 22 | 17 | 17 | 17
25 A 3 |40 ] 36 |30 |22 | 22|17 | 17 | 17
32A 3 | 36|30 | 22 | 22|17 | 17 | 17
40 A 8 | 30 | 22 | 22 | 17 | 17 | 17
50 A 3 |16 | 22 | 22 | 47 | 17 | 17
63 A 3 116 | 22 | 17 | 17 | 17
80 A 3 |16 | 17 | 17 | 17
100 A 3 [12 |17 | 17
125 A 3 9 | 17
160 A I 3 5
200 A 3
—— e
TYPE X342X2, X679X2, X680X2, X732X2, X733X2, X734X2, X735X2, X737X2
Position horizontally
Size of conductor (mm?) 1,525 ]| 4 6 10 | 16 | 25 | 35 | 50 | 70 | 95 | 120 | 150 | 185 | 240
Max. quantity of the
blocks on the rail 98 |98 | 84 | 65 | 52 |43 |32 |32 |25 |25 (25|11 |11 | 10 | 10
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1 1 1 1 1
6A 204294 | 252 (130 | 52 | 43 | 32 | 32 | 25 | 25 | 25 | 11 [ 11 | 10 | 10
10A 80 [228 [ 252 [130 | 52 | 43 [ 32 | 32 [ 25 | 25 [ 25 |11 | 11 | 10 | 10
13A 3 | 88 (223|130 52 | 43 [ 32 | 32 |25 |25 |25 | 11 | 11 | 10 | 10
16 A 3 [ 24 (112|130 | 52 | 43 | 32 [ 32 | 25 |25 |25 | 11 | 11 | 10 | 10
20 A 3 | 38 [121| 52 | 43 [ 32 [ 32 | 25 | 25 | 25 | 11 | 11 | 10 | 10
25 A 3 [45 [ 52 | 43 [ 32 | 32|25 |25 |25 |11 | 11 | 10 | 10
32A 3 |47 |43 [ 32|32 | 25|25 |25 |11 | 11 | 10 | 10
40 A 9 |43 |32 | 32|25 |25 (25 | 11 | 11 | 10 | 10
50 A 3 |18 [ 32|32 | 2525 |25 |11 |11 | 16 | 10
63 A 3 |19 (32|25 |25 |25 | 11 [ 11 | 10 | 10
80 A 3 | 18|25 |25 |25 |11 |11 | 10 | 10
100 A 3 |14 |25 |25 | 11 | 11 [ 10 | 10
125 A 3 [11]25 |14 |11 ]| 10| 10
160 A 3 6 [11 |11 | 10 | 10
200 A 3 3 6 10 | 10
225 A 3 3 7 | 10
250 A 3 3 7
3M5A 3
350 A 2
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TYPE X343X2, X738X2, X741X2

Position horizontally

Size of conductor (mm?) 1,56 1 25| 4 6 | 10 | 16 | 25 | 35 | 50 | 70 | 95 | 120 | 150 | 185 | 240 | 300

Max. quantity of the

blocks on the rail 143 | 143|122 | 95 | 76 | 63 | 47 | 47 | 37 | 37 | 37 |16 | 16 | 15 | 15 | 3

Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1 1 1 1 1 1
6A 361 | 429 | 366 | 190 | 76 | 63 | 47 | 47 | 37 [ 37 [ 37 [ 16 [ 16 | 15 | 15 | 3
10 A 62 [179 | 353|190 | 76 | 63 | 47 | 47 | 37 | 37 | 37 [ 16 | 16 | 15 | 15 | 3
13A 3 69 | 175|190 | 76 | 63 | 47 | 47 [ 37 | 37 | 37 [ 16 | 16 [ 15 | 15 | 3
16 A 3 10 | 88 | 190 | 76 | 63 | 47 | 47 | 37 [ 37 [ 37 | 16 | 16 | 15 | 15 | 3
20 A 3 [ 30 | 96 | 76 | 63 | 47 | 47 | 37 | 37 | 37 | 16 | 16 | 15 | 156 | 3
25 A 3 |35 |76 | 63|47 | 47 | 37 |37 |37 |16 |16 [ 15 | 15 | 3
32A 3 | 38 |63 )47 | 47 [ 37 [ 37|37 [ 16 | 16 | 15 | 16 | 3
40 A 7 |50 |47 | 47 | 37 | 37 | 37 |16 | 16 | 156 | 15 | 3
50 A 3 |15 ]| 46 | 47 | 37 | 37 | 37 |16 | 16 | 15 | 15 | 3
63 A 3 | 15|47 [ 37 [ 37 [ 37 [16 [ 16 | 16 | 15 | 3
80 A 3 [ 14 [ 35| 20 |37 |16 | 16 | 15 | 15 | 3
100 A 3 |11 |20 | 37 |16 | 16 [ 15 | 15 | 3
125 A 3 9 | 22|16 | 16 |15 | 15 | 3
160 A 3 5 |12 ] 16 | 12 | 15 | 3
200 A 3 3 5 4 [ 15 | 3
225 A 3 3 6 1 3
250 A 3 3 7 3
315A 3 3
350 A 2 3
400 A 2

TYPE X344X2

Position horizontally

Size of conductor (mm?) 15125 4 6 10 | 16 | 25 | 35 | 50 | 70

Max. quantity of the

blocks on the rail 87 | 87 | 74 | 57 | 46 | 38 | 29 | 29 | 22 | 22

Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1
6A 174 | 174 [ 148 | 57 | 46 | 38 | 29 | 29 | 22 | 22
10A 65 [174 | 148 | 57 | 46 | 38 | 29 | 29 | 22 | 22
13A 3 | 72 |148 | 57 | 46 | 38 | 29 | 29 | 22 | 22
16 A 3 | 20| 92 |57 | 46 | 38 | 29 | 29 | 22 | 22
20 A 3 |31 |57 |46 | 38 | 29 | 29 | 22 | 22
25 A 3 |36 |46 | 38 | 29 | 29 | 22 | 22
32A 3 | 37 |38 | 29 | 20 | 22 | 22
40 A 7 |38 |29 | 29 | 22 | 22
50 A 3 |14 ] 29 | 29 | 22 | 22
63 A 3 |14 | 29 | 22 | 22
80 A 3 |15 | 22 | 22
100 A 3 [ 11 ] 22
125 A 3 8
160 A 3
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TYPE X345X2, X650X2

Position horizontally

Size of conductor (mm?) 1,56 (25| 4 6 |10 [ 16 | 25 | 35 | 50 | 70 | 95

Max. quantity of the

block‘; poy bl 87 | 87 | 74 | 57 |46 | 38 | 20 | 29 | 22 | 22 | 22

Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1

6A 261 | 261 [ 222 (114 | 46 | 38 | 29 | 29 | 22 | 22 | 22

10 A 70 | 200 | 222 |114 | 46 | 38 | 29 | 29 | 22 | 22 | 22
13A 3 | 78 /196 114 | 46 | 38 | 29 | 20 | 22 | 22 | 22
16 A 3 | 21|99 |114| 46 | 38 | 29 | 29 | 22 | 22 | 22
20 A 3 | 33 (106 | 46 | 38 | 29 | 29 | 22 | 22 | 22
25A 3 | 39 |46 | 38 | 29 | 29 | 22 | 22 | 22
32A 3 | 41| 38 |29 | 29 | 22 | 22 | 22
40 A 8 [ 38|20 | 20| 22 | 22 | 22
50 A 3 [16 | 29 | 29 | 22 | 22 | 22
63 A 3 |16 | 29 | 22 | 22 | 22
80 A 3 |16 | 22 | 22 | 22
100 A 3 |12 | 22 | 22
125 A 3 9 | 22
160 A 3 5
200 A 3

TYPE X346X2 X347X2

Position horizontally horizontally

Size of conductor (mm?) 1,525 | 4 6 10 §15 (25| 4 6 10 | 16 | 25 | 35 | 50 | 70

Max. quantity of the 55 | 55 | 46 | 36 | 20 | 55 | 55 | 46 | 36 | 20 | 24 | 18 | 18 | 14 | 14

blocks on the rail
Max. quantity of the rails 2 2 1 1 1 2 2 2 1 1 1 1 1 1 1
6A 110 | 110 | 46 | 36 | 29 §110 [ 110 | 92 | 36 | 29 | 24 | 18 | 18 | 14 | 14

10A 54 | 110 | 46 | 36 | 20 | 59 (110 | 92 | 36 | 29 | 24 | 18 | 18 | 14 | 14
13A 3 | 59 |46 | 36 | 20§ 3 |64 | 92 | 36 | 29 | 24 | 18 | 18 | 14 | 14
16 A 3 16 | 46 | 36 | 20| 3 [ 17 | 82 | 36 | 29 | 24 | 18 | 18 | 14 | 14
20 A 3 [25 )36 | 29 3 |28 | 36|29 | 24| 18 | 18 | 14 | 14
25A 3 [ 20 | 29 3 [ 3229|2418 | 18 | 14 | 14
32A 3 | 28 3 | 29 | 24| 18 [ 18 | 14 | 14
40 A 5 6 |24 |18 | 18 | 14 | 14
50 A 3 3 |12 |18 | 18 | 14 | 14
63 A 3 |12 |18 | 14 | 14
80 A 3 |13 |14 | 14
100 A 3 9 | 14
125 A 3 7
160 A 3
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TYPE X347X2 X345X2
Position horizontally horizontally
Size of conductor (mm?) 1,51 25| 4 6 10 | 16 | 25 | 35 | 50 | 70 §1,5 | 25| 4 6 10 | 16 | 25 | 35 | 50 | 70
Max. quantity of the
blocksontI:yerail 55 | 55 | 46 | 36 | 20 | 24 | 18 | 18 | 14 | 14 § 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17
Max. guantity of the rails 2 2 2 1 1 1 1 1 1 1 2 2 2 1 1 1 1 1 1 1
6A 110 | 110 | 92 | 36 | 29 | 24 | 18 | 18 | 14 | 14 136 [ 136 | 116 | 45 | 36 | 30 | 22 | 22 | 17 | 17
10 A 59 (110 | 92 | 36 | 29 | 24 | 18 | 18 | 14 | 14 § 52 [136 [116 | 45 | 36 | 30 | 22 | 22 | 17 | 17
13 A 3 64 | 92 | 36 | 29 | 24 | 18 | 18 | 14 | 14 3 57 |116| 45 | 36 | 30 | 22 | 22 | 17 | 17
16 A 3 17 | 82 | 36 | 29 | 24 | 18 | 18 | 14 | 14 3 15 | 73 [ 45 | 36 | 30 | 22 | 22 | 17 | 17
20 A 3 28 | 36 | 20 | 24 [ 18 | 18 | 14 | 14 3 25 | 45 | 36 | 30 | 22 | 22 | 17 | 17
25 A 3 32 | 29| 24 | 18 | 18 | 14 1:' 3 28 | 36 | 30 | 22 | 22 | 17 | 17
32A 3 29 | 24 | 18 | 18 | 14 | 14 3 28 | 30 | 22 | 22 | 17 | 17
40 A 6 24 | 18 | 18 | 14 | 14 5 30 | 22 | 22 | 17 | 17
50 A 3 12 | 18 | 18 | 14 | 14 3 11 | 22 | 22 | 17 | 17
63 A 3 12 | 18 | 14 | 14 3 11 | 22 | 17 | 17
80 A 3 13 | 14 | 14 3 11 17 | 17
100 A 3 9 14 3 8 17
125 A 3 4 3 6
160 A 3 3
TYPE X357X2
Position horizontally
Size of conductor (mm?) 1,525 4 6 10 | 16 | 25 | 35 | 50 | 70
Max. quantity of the
blocks on the rail 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1
6A 136 | 136 [ 116 | 45 | 36 | 30 | 22 | 22 | 17 | 17
10A 62 (136 (116 | 45 | 36 | 30 | 22 | 22 | 17 | 17
13A 3 | 68 |116| 45 | 36 | 30 | 22 | 22 | 17 | 17
16 A 3 |19 | 87 | 45 | 36 | 30 | 22 | 22 | 17 | 17 }
20A 3 | 20 [ 45| 36 | 30 | 22 | 22 | 17 | 17
25 A 3 | 34|36 |30 |22 |22 |17 |17
32A 3 |34 (30 | 22| 22| 17 | 17
40 A 6 |30 ] 22 | 22|17 | 17
50 A 3 113 |22 | 22 | 17 | 17
63 A 3 [13 122 |17 | 17
80 A 3 [ 14 | 17 | 17
100 A 3 |10 | 17
125 A 3 7
160 A 3
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TYPE X397X2

Position vertically

Size of conductor (mm?) 1,56 25| 4 6 [ 10 [ 16 [ 25 | 35 | 50 | 70 | 95 [ 120 | 150 | 185 | 240

Max. quantity of the

biocks on the rail 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 |17 |17 | 17 | 8 8 7 7

Max. quantity of the rails 4 4 4 3 3 2 1 1 1 1 1 1 1 1 1
6A 272 272|232 135108 | 60 [ 22 | 22 | 17 | 17 | 17 | 8 8 7 7
10 A 58 | 165|232 (135108 | 60 | 22 | 22 | 17 | 17 [ 17 | & 8 7 7
13A 3 [ 64 [161[135/108 [ 60 | 22 | 22 | 17 [ 17 | 17 | & 8 7 7
16 A 3 17 | 81 |[135 108 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
20 A 3 | 27 | 88 [108| 60 | 22 | 22 | 17 [ 17 | 17 | 8 8 7 7
25A 3 32 | 86 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
32A 3 |34 |60 [ 22 ]| 22 |17 |17 |17 | 8 8 7 7
40 A 6 | 45 | 22 | 22 |17 |17 | 17 | 8 8 7 7
50 A 3 [ 13 ] 22 |22 |17 |17 [17 | 8 8 i 7
63 A 3 |13 ] 22 |17 |17 |17 | 8 8 7 7
80 A 3 [ 13|17 |17 |17 | 8 8 7 7
100.A 3 [10 |17 [ 17 | 8 8 7 7
125 A 3 8 |17 | 8 8 7 7
160 A 3 4 8 [} 7 7
200 A 3 3 4 7 7
225 A 3 3 5 7
250 A 3 3 5
315 A 3

TYPE X398X2

Position vertically

Size of conductor (mm?) 1,56 (25| 4 6 | 10 [ 16 | 25 | 35 | 50 | 70 | 95 | 120 | 150 | 185 | 240

Max. quantity of the

blocks on the rail 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7

Max. quantity of the rails 4 4 4 3 3 2 1 1 1 1 1 1 1 1 1

6A 272 | 272232 | 135|108 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 71
10A 68 | 193 (232 (135|108 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
13A 3 | 75 189 (135|108 | 60 | 22 | 22 | 17 | 17 [ 17 | 8 8 7 7
16 A 3 |20 | 95 [135]/108 | 60 | 22 [ 22 | 17 | 17 [ 17 | 8 8 7 7
20A 3 [ 32 (103|108 | 60 | 22 | 22 | 17 [ 17 [ 17 | & 8 7 7
25 A 3 | 38 [101]| 60 | 22 | 22 | 17 | 17 [ 17 | B8 8 7 7
32A . 3 |40 |60 [ 22 | 22 | 17 | 17 | 17 | 8 8 7 7
40 A 8 | 53[22 |22 |17 |17 [17 | 8 8 7 7
50 A 3 |15 | 22 | 22 |17 |17 [ 17 | 8 8 7 7
63 A 3 [16 |22 |17 |17 [17 | 8 8 7 7
80 A 3 |15 |17 |17 |17 | 8 8 7 7
100 A 3 |12 |17 [ 17 | 8 8 7 7
125 A 3 9 |17 | 8 8 7 7
160 A 3 5 8 8 7 7
200 A 3 3 5 7 7
225 A 3 3 6 7
250 A 3 3 6
315A 3
350 A 2
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TYPE X407X2, X722X2 X408X2
Position horizontally horizontally
Size of conductor (mm?) 1,51 25| 4 6 |10 | 16 | 25 [ 35 | 50 | 70 § 1,56 | 25 4 ] 10
Max. quantity of the
blocks on the rail 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17 § 55 55 46 36 29
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1 2 2 1 1 1
6A 136 (136 (116 | 45 | 36 | 30 | 22 | 22 | 17 | 17 § 110 | 110 | 46 36 29
10 A 68 [ 136|116 | 45 | 36 | 30 | 22 | 22 | 17 | 17 |} 60 | 110 | 46 36 29
13A 3 30 [116 | 45 | 36 | 30 | 22 | 22 | 17 | 17 2 65 46 36 29
16 A 3 20 | 95 | 45 | 36 | 30 [ 22 | 22 | 17 | 17 3 18 46 36 29
20 A 3 32 |45 | 36 | 30 [ 22 | 22 | 17 | 17 3 28 36 29
25 A 3 |37 |36 | 30 | 22 | 22 | 17 | 17 3 32 29
32A 3 |36 | 30| 22 | 22 | 17 | 17 3 29
40 A 7 | 30| 22| 22 | 17 | 17 6
50 A 3 |15 | 22 | 22 | 17 | 17 3
63 A 3 |15 | 22 | 17 | 17
80 A 3 [15 ] 17 | 17
100 A 3 | 11|17
125 A 3 8
160 A 3
TYPE X409X2
Position horizontally
Size of conductor (mm?) 1,5 25| 4 6 |10 | 16 | 25 | 35 | 50 | 70
Max. quantity of the
blocks on the rail 55 | 55 | 46 | 36 | 29 | 24 | 18 | 18 [ 14 | 14
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1
6A 110 | 110 | 92 | 36 | 29 | 24 | 18 | 18 [ 14 | 14
10 A 65 [110 | 92 | 36 | 29 | 24 | 18 | 18 | 14 | 14
13A l 3 | 71192 (36|29 | 24 [ 18 | 18 | 14 | 14
16 A 3 19 | 90 | 36 | 29 | 24 | 18 | 18 | 14 | 14
20A 3 [ 3036 |29 |24 |18 |18 | 14 | 14
25A 3 [ 35 | 20 [ 24 |18 | 18 | 14 | 14
32A 3 | 29 | 24 |18 | 18 | 14 | 14
40 A 7 | 24 | 18 | 18 | 14 | 14
50 A 3 |14 118 | 18 | 14 | 14
63 A 3 |13 |18 | 14 | 14
80 A 3 |14 |14 | 14
100 A 3 |10 [ 14
125 A 3 7
160 A 3
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TYPE X410X2, X725X2, X726X2
Position vertically
Size of conductor (mm?) 1.5 (25| 4 6 |10 |16 | 25 | 35 | 50 | 70 | 95 | 120 | 150 | 185 | 240
Max. quantity of the blocks ontherail | 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
Max. quantity of the rails 4 4 4 3 3 2 1 1 1 1 1 1 1 1 1
6A 272 272232 | 135|108 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
10A 74 210 | 232 | 135 [ 108 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
13A 3 | 82 (206135108 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
16 A 3 | 22 [104[135[108 | 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
20A 3 |35 (112|108 60 [ 22 | 22 | 17 | 17 | 17 | 8 8 7 7
25A 3 |41 [108]| 60 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7
32A 3 [ 43|60 |22 |22 |17 | 17 |17 | 8 8 7 7
40 A 8 [ 57 | 22 | 22 |17 | 17 [ 17 | 8 8 7 7
50 A 3 |17 | 22 | 22 |17 [ 17 [ 17 | 8 8 7 7
63 A 3 |17 | 22 |17 [ 17 [ 17 | 8 8 7 7
80 A 3 |17 | 17 |17 |17 | 8 8 7 7
100 A 3 |13 |17 |17 | 8 8 7 7
125 A 3 (10 |17 | & 8 7 7
160 A 3 5 8 8 7 7
200 A 3 3 6 7 7
225 A 3 3 7 7
250 A 3 3 7
315A 3
350 A -
TYPE X411X2, X682X2, X727X2, X736X2, X740X2
Position Vertically
Size of conductor (mm?) 1,5/ 25| 4 6 | 10 | 16 | 25 | 35 | 50 | 70 | 95 | 120 | 150 | 185 | 240 | 300
Max. quantity of the blocks onthe rail | 68 | 68 | 58 | 45 | 36 | 30 | 22 | 22 | 17 | 17 | 17 | 8 8 7 7 3
Max. quantity of the rails 6 6 5 4 4 3 2 2 1 1 1 1 1 1 1 1
6A 327 1408 | 290 [ 180 | 144 | 90 | 44 [ 44 | 17 | 17 | 17 | & 8 7 7 3
10 A 56 [ 162290 | 180 | 144 [ 90 | 44 | 44 | 17 | 17 | 17 | 8 8 7 7 3
13A 3 | 63 |158 | 180 (144 | 90 | 44 | 44 | 17 | 17 | 17 | 8 8 7 7 3
16 A 3 |17 | 80 [175 144 | 90 | 44 | 44 | 17 | 17 | 17 | 8 8 7 7 3
20A 3 | 27 | 87 [144 | 90 | 44 | 44 | 17 | 17 | 17 | 8 8 7 7 3
25A 3 | 32 (88 |90 | 44 |44 [ 17 [ 17 |17 | 8 8 7 7 3
32A 3 [ 34 |90 |44 |44 |17 | 17 | 17 | 8 8 7 7 3
40 A 6 [ 46 | 44 | 44 |17 | 17 |17 | 8 8 7 7 3
50 A 3 [13 |41 |44 |17 |17 |17 | 8 8 7 7 3
63 A 3 | 14 [ 43 |17 |17 |17 | 8 8 7 7 3
80 A 3 |13 |17 |17 |17 | 8 8 7 7 3
100 A 3 |10 |17 |17 [ 8 8 7 7 3
125 A 3 8 |17 | 8 8 7 7 3
160 A 3 4 8 8 7 7 3
200 A 3 3 5 7 7 3
225 A 3 3 6 7 3
250 A 3 3 6 3
315A 3 3
350 A 2 3
400 A 2
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TYPE X412X2, X728X2
Position Horizontally
Size of conductor (mm?) 1,525 4 6 10 | 16 | 25 | 35 | 50 | 70
Max. quantity of the
blocks on the rail 87 | 87 | 74 | 57 | 46 | 38 | 28 | 29 | 22 | 22
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1
6A 174 [ 174 [ 148 | 57 | 46 | 38 | 29 | 29 | 22 | 22
10 A 72 [ 174 |148 | 57 | 46 | 38 | 29 | 29 | 22 | 22
13A 3 | 79 [148 | 57 | 46 | 38 | 29 | 29 | 22 | 22
16 A 3 | 22 [101| 57 | 46 | 38 | 290 | 29 | 22 | 22
20 A 3 | 34 | 57| 46 | 38 | 29 | 29 | 22 | 22
25A 3 | 40 | 46 | 38 | 29 | 29 | 22 | 22
32A 3 |41 |38 |29 | 29 | 22 | 22
40 A 8 [ 38 | 29 | 29 | 22 | 22
50 A 3 [16 | 29 | 29 | 22 | 22
63 A 3 | 16 | 29 | 22 | 22
80 A 3 |16 | 22 | 22
100 A 3 |12 | 22
125 A 3 [ 9
160 A 3
TYPE X413X2, X677X2, X729X2, X730X2
Position Horizontally
Size of conductor (mm?) 1,525 4 6 10 | 16 | 25 | 35 | 50 | 70 | 95
Max. quantity of the
blocks on the rail 87 | 87 | 74 | 57 | 46 | 38 | 29 | 29 | 22 | 22 | 22
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1
6A 261 [ 261 (222 (114 | 46 [ 38 | 29 | 29 | 22 | 22 | 22
10 A 76 | 2181222 (114 | 46 | 38 | 29 | 29 | 22 | 22 | 22
13A 3 | 85 | 213 (114 | 46 | 38 | 29 | 29 | 22 | 22 | 22
16 A 3 [ 23 (108|114 | 46 [ 38 | 29 | 290 | 22 | 22 | 22
20 A 3 | 36 |114 | 46 [ 38 | 29 | 29 | 22 | 22 | 22
25A 3 | 43 | 46 | 38 | 290 | 29 | 22 | 22 | 22
32A 3 | 44 | 38 | 29 | 29 | 22 | 22 | 22
40 A 8 [ 38|29 | 29 | 22 | 22 | 22
50 A 3 |17 |29 | 29 | 22 | 22 | 22
63 A 3 |18 | 29 | 22 | 22 | 22
80 A 3 |17 | 22 | 22 | 22
100 A 3 |13 | 22 | 22
125 A 3 |10 | 22
160 A 3 5
200 A 3
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TYPE X414X2 X415X2

Position horizontally horizontally

Size of conductor (mm?) 1,5 25| 4 6 1001525 | 4 6 10 | 16 | 25 | 35 | 50 | 70

Max. quantity of the

blocks on the rail 60 | 60 | 51 | 40 | 32 § 60 | 60 | 51 | 40 | 32 | 26 | 20 | 20 | 15 | 15

Max. quantity of the rails 2 2 1 1 1 2 2 2 1 1 1 1 1 1 1

6A 120 | 120 | 51 | 40 | 32 §120 | 120 | 102 | 40 | 32 | 26 | 20 | 20 | 15 | 15
10 A 55 1120 | 51 | 40 | 32 § 60 | 120 (102 | 40 | 32 | 26 | 20 | 20 | 156 | 15
13A 3 60 | 51 | 40 [ 32 § 3 | 66 [102| 40 | 32 | 26 | 20 | 20 | 15 | 15
16 A 3 16 | 51 | 40 | 32 § 3 18 | 84 | 40 | 32 | 26 | 20 | 20 | 15 | 15
20 A 3 | 26 | 40 | 32 3 | 28 [40 | 32 | 26 [ 20 | 20 | 15 | 15
25A 3 | 29 | 32 3 |33 |32 |26 |20 | 20| 15 | 15
32A 3 | 29 3 [ 32|26 |2 |20 | 15 | 15
40 A 5 6 | 26 | 20 | 20 | 15 | 15
50 A 3 3 [13 ] 20 | 20 | 15 | 15
63 A 3 (12|20 |15 | 15
80 A 3 |13 [15 | 15
100 A 3 9 | 15
125 A 3 7
160 A 3
]

TYPE X415X2 X416X2

Position horizontally horizontally

Size of conductor (mm?) 1,525 4 6 10 | 16 | 25 | 35 [ 50 | 70 § 15 [ 25 | 4 6 10

Max. quantity of the

blocks on the rail 60 | 60 | 51 | 40 | 32 | 26 | 20 | 20 | 15 | 15 J 60 | 60 | 51 | 40 | 32

Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1 2 2 1 1 1

6A 120 [ 120 [ 102 | 40 | 32 | 26 | 20 | 20 | 15 | 15 § 120 | 120 | 51 | 40 | 32

10A 60 (120 [ 102 | 40 | 32 | 26 | 20 | 20 | 15 | 15 § 61 | 120 | 51 | 40 | 32
13A 3 66 | 102 | 40 | 32 | 26 | 20 [ 20 [ 15 [ 15§ 3 | 66 | 51 | 40 | 32
16 A 3 18 | 84 | 40 | 32 | 26 | 20 [ 20 | 15 | 15 § 3 18 | 51 | 40 | 32
20A 3 | 28 [ 40 | 32 | 26 | 20 | 20 | 15 | 15 3 | 28 | 40 | 32
25A 3 |33 /32| 26| 20 | 20 |15 | 15 3 | 32 | 32
32A 3 |32 | 26 | 20 | 20 | 15 | 15 3 | 32
40 A 6 [ 26 | 20 | 20 | 15 | 15 6
50 A 3 [ 13120 | 206 | 15 | 15 3
63 A 3 |12 |20 |15 | 15
80 A 3 |13 [ 15 | 15
100 A 3 9 | 15
125 A 3 7
160 A 3
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TYPE X417X2 X430%2 X431X2
Position horizontally horizontally § horizontally
Size of conductor (mm?) 1.5(25| 4 6 [10 (16 [ 25 | 35 | 50 |70 § 1,5 | 25 | 1,56 | 25
Max. quantity of the blocks ontherall | 60 | 60 | 51 | 40 | 32 | 26 | 20 | 20 | 15 | 15 § 12 12 20 20
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1 1 1 1 1
6A 120 (120 [102 | 40 | 32 | 26 | 20 | 20 | 15 | 15 § 12 12 20 20
10 A 66 |120 [ 102 | 40 | 32 | 26 | 20 | 20 | 15 | 15 ' 12 12 20 20
13A 3 | 72 [102] 40 | 32 | 26 | 20 | 20 | 15 | 15 3 12 3 20
16 A 3 [ 20 | 92 | 40 | 32 | 26 | 20 | 20 | 15 | 15 6 7
20 A 3 | 31|40 | 32|26 |20 | 20 | 15 | 15 3 3
25A 3 [ 3632|2620 | 20 | 15| 15
32A 3 [ 32 )26 |20 |20 |15 | 15
40 A 7 | 26 |20 | 20 | 15 | 15
50 A 3 | 14|20 | 20| 15| 15
63 A 3 |14 ]| 20 | 15 | 15
80 A 3 |14 15 | 15
100 A 3 | 10 | 15
125 A 3 8
160 A 3
TYPE X432X2 X433X2 X434X2 X435X2
Position horizontally horizontally horizontally horizontally
Size of conductor (mm?) 1,5 /25| 4 6 §15 [ 25§15 /25| 4 6 |10 415/25]| 4 6 | 10
Max. quantity of the blocks ontherail § 22 | 22 | 18 | 14 § 25 25 W31 (31|26 |20 | 16§31 |31 )26 | 20| 16
Max. quantity of the rails 1 1 1 1 1 1 2 2 1 1 1 2 2 1 1 1
6A 22 | 22 | 18 | 14 § 25 25 §31 | 31| 26 | 20 | 16 § 31 | 31 | 26 | 20 | 16
10A 22 | 22 | 18 | 14§ 25 25 031 [ 31 |26 | 20 | 16 § 31 | 31 | 26 | 20 | 16
13A 3 [ 22| 18 | 14 3 25 3 |31 [26 | 20 | 16 § 3 [ 31 | 26 [ 20 | 16
16 A 9 | 18 [ 14 8 2 |11 |26 | 20| 164 2 |12 | 26 | 20 | 16
20 A 3 |14 | 14 3 3 |17 | 20 | 16 3 | 20| 20 | 16
25A 3 | 14 3 119 | 16 3 | 20| 16
32A 3 3 | 16 3 | 16
40 A 3 4
50 A 2 2
TYPE X436X2 X437X2 X438X2
Position horizontally horizontally horizontally
Size of conductor (mm?) 1,525 | 4 6 1,51 25| 4 6 1008015125 ]| 4 6 10
Max. quantity of the blocks ontherail | 50 | 50 | 43 | 33 § 50 | 50 | 43 | 33 | 26 § 50 | 50 | 43 | 33 | 26
Max. quantity of the rails 1 1 1 1 2 2 1 1 1 2 2 1 1 1
6A 50 | 50 | 43 | 33 100 | 100 | 43 | 33 | 26 § 100 | 100 | 43 | 33 | 26
10 A 38 | 50 | 43 | 33 § 42 [100 | 43 | 33 | 26 § 49 | 100 | 43 | 33 | 26
13A 3 |41 |43 | 330 3 | 45 |43 |33 | 26§ 3 52 | 43 | 33 | 26
16 A 2 [ 11 |43 | 33§ 2 12 | 43 | 33 | 26 § 2 14 | 43 | 33 | 26
20 A 3 |18 | 33 3 |19 |33 | 26 3 [ 23| 33 | 26
25A 3 | 20 3 |22 | 26 3 | 26 | 26
32A 3 3 | 21 3 | 25
40 A 4 5
50 A 2 3
II | |
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TYPE X439X2 X440X2
Position horizontally horizontally
Size of conductor (mm?) 15/25] 4 [ 6 [10[16 [ 25 [ 35|50 |70 §15(25[ 4 | 6 |10 |16 | 25 | 35 | 50 | 70
Max. quantity of the
blocks on the rail 50 |50 |43 [ 33|26 |22 |16 |16 |13 | 13§50 (50 |43 |33 |26 |22 |16 | 16 | 13 [ 13
Max. quantity of the rails 2 2 | 2 1 1 1 1 1 1 1 2 12| 2 1 1 1 1 1 1 1
6A 100|100 86 | 33 | 26 | 22 | 16 | 16 | 13 | 13 J100[100| 86 [ 33 | 26 | 22 | 16 | 16 | 13 | 13
10 A §53[100]| 8 [ 33|26 |22 | 16 |16 [ 13 | 13 § 59 |100| 86 | 33 | 26 22 | 16 | 16 | 13 | 13
13A 3 |57 | 686 | 33|26 |22 |16 [16 [ 13 | 13§ 3 |64 | 86 | 33 | 26 | 22 [ 16 | 16 | 13 | 13
16 A 3 |16 | 73 33|26 22|16 (16 | 13 |13 § 3 |17 [ 82 | 33 | 26 | 22 | 16 | 16 | 13 | 13
20 A 3 2533|2622 16|16 | 13 | 13 3 |28 /3326|2216 |16 | 13 | 13
25 A 3 |28 |26|22]| 16|16 | 13 | 13 3 (32262216 |16 | 13 | 13
32A 3 |26 |22 |16 | 16 | 13 [ 13 3 |26|22)|16 |16 | 13 | 13
40 A 5 | 22|16 | 16 | 13 | 13 6 | 22|16 |16 | 13 | 13
50 A 3 |11 [16 )16 | 13 | 13 3 /12|16 (16 | 13 | 13
63 A 3 /10 (16| 13 | 13 3 |12 ] 16 | 13 | 13
80 A 3 | 1M |13 |13 3 |13 |13 | 13
100 A 3 8 | 13 3 g9 | 13
125 A 3 6 3 6
160 A > 3
TYPE Xd441X2 X442X2 X443%2
Position horizontally horizontally horizontally
Size of conductor (mm?) 1,525 ]| 4 6 10 | 16 | 25 | 35 | 50 | 70 § 1,5 | 25 | 4 6 11525 4 6 10
Max. quantity of the
blocks on the rail 65 | 65 | 55 | 43 | 34 |28 | 21| 21|17 | 17§69 | 69 | 59 | 45 § 69 | 69 | 59 | 45 | 36
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 1 1 1 1 2 2 1 1 1
6A 195 (195 (165 | 86 | 34 | 28 | 21 | 21 [ 17 | 17 | 69 | 69 | 59 | 45 §138 [138 | 59 | 45 | 36
10 A 66 | 186 |165| 86 | 34 | 28 [ 21 | 21 | 17 [ 17 | 39 | 69 | 59 | 45 § 51 | 138 | 59 | 45 | 36
13A 3 |72 [165] 86 | 34 | 28 | 21 | 21 | 17 [ 17 ] 3 | 42 [ 59 [ 45§ 3 [ 56 | 53 | 45 | 36
16 A 3 |20 |92 86 [ 34|28 |21 |21 [ 17 [17 )] 2 |11 [ 54 | 45 3 | 15 | 59 | 45 | 36
20 A 3 | 31|86 |34 |28 |21 ]| 21|17 | 17 3 | 18 | 45 3 | 24| 45 | 36
25A 3 [36 | 34| 28 |21 | 21|17 | 17 3 | 2 3 | 28 | 36
32A 3 |34 |28 | 21|21 | 17 | 17 3 3 | 27
40 A 7 |28 | 21 | 21 | 17 | 17 5
50 A 3 | 14121 | 21 | 17 | 17 3
63 A 3 [14 ] 219 | 17 | 17
80 A 3 | 14 | 17 | 17
100 A 3 |10 [ 17
125 A 3 8
160 3
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TYPE X444X2 X445X2
Position horizontally horizontall
Size of conductor (mm?) 1525 4 | 6 |10 [ 16 [ 25 [35 [ 50 [70 §1,5]/25]| 4 | 6 |10 [ 16 [ 25 [ 35 | 50 | 70
Max. quantity of the
blocks on the rail 69 | 69 | 59 | 45 | 36 | 30 |23 |23 |18 | 18|88 |88 |75 |58 |46 |38 |29 | 29 | 22 | 22
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1 2 2 | 2 1 1 1 1 1 1 1
6A 138 (138 |118| 45 | 36 | 30 | 23 | 23 | 18 | 18 J176 [176 150 | 58 | 46 | 38 | 29 | 29 | 22 | 22
10 A 64 [138 118 45 | 36 | 30 | 23 | 23 | 18 | 18 § 67 [176 150 | 58 | 46 | 38 | 29 | 29 | 22 | 22
13A 3 |70 [118| 45 | 36 | 30 | 23 | 23 [ 18 | 18 § 3 | 74 [15C| 58 | 46 | 38 | 20 | 29 | 22 | 22
16 A 3 |19 |89 [ 45 [ 36 [ 30 [ 23 [ 23 [ 18 [ 18 3 |20 (94 [ 58 |46 | 38 | 20 [ 29 | 22 | 22
20 A 3 | 30|45 (36|30 | 23|23 | 18 | 18 3 | 32|58 |46 |38 | 29 | 29 | 22 | 22
25A 3 |35 |36 |30 | 23|23 18 | 18 3 |37 |46 | 38 | 29|29 | 22 | 22
32A 3 (35|30 |23 |23 | 18 | 18 3 |38 |38 |29 |2 | 22| 22
40 A 7 |30 | 23 (23 | 18 | 18 7 |38 )29 |29 | 22] 22
50 A 3 |14 |23 |23 | 18 | 18 3 |15 |29 |29 | 22 | 22
63 A 3 |14 | 23 | 18 | 18 3 [15]20 | 22| 22
80 A 3 |14 |18 | 18 3 [ 15[ 22 | 22
100 A 3 [ 10 ) 18 JUJEEIE22
125 A 3 8 3| 8
160 A 3 3
TYPE X446X2 X460X2
Position horizontally vertically
Size of conductor (mm?) 1,5 /25| 4 6 |10 | 16 | 25 [ 35 [ 50 | 70 §1,5 | 25 | 4 6 [ 10 | 16
Max. quantity of the
blocks on the rail 88 | 88 | 75 | 58 | 46 | 38 | 29 | 29 | 22 | 22 § 31 | 31 | 26 | 20 | 16 | 13
Max. quantity of the rails 3 3 3 2 1 1 1 1 1 1 2 2 2 1 1 1
6A 264 | 264 | 225 | 116 | 46 | 38 | 29 | 29 | 22 | 22 § 62 | 62 | 52 | 20 | 16 | 13
10 A 72 | 205 225|116 | 46 | 38 | 29 | 29 | 22 | 22 § 41 | 62 | 52 | 20 | 16 | 13
13A 3 | 80 [201|116 | 46 | 38 | 29 | 29 [ 22 | 22 § 3 | 44 | 52 | 20 | 16 | 13
16 A 3 |22 [101[116]| 46 | 38 | 29 [ 29 [ 22 [ 22 § 2 |12 | 52 | 20 | 16 | 13
20A 3 34 |109 | 46 | 38 | 29 | 29 | 22 | 22 3 /19 ] 20 | 16 | 13
25A 3 |40 | 46 | 38 | 29 | 29 | 22 | 22 3 120 16 | 13
32A 3 | 42| 38 | 29 | 29 | 22 | 22 3 116 [ 13
40 A 8 |38 | 29| 20 | 22 | 22 4 | 13
50 A 3 |16 | 29 | 29 | 22 | 22 2 7
63 A 3 |16 | 29 | 22 | 22 3
80 A 3 |16 | 22 | 22
100 A 3 [ 12 | 22
125 A 3 9
160 A 3
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TYPE X461X2 X462X2
Position vertically horizontally
Size of conductor (mm?) 1,56 | 2,5 4 6 10 16 § 1,5 | 25 4 6 10 16
Max. quantity of the blocks on the rail 31 31 26 20 16 13 0 59 | 59 | 51 39 | 31 26
Max. quantity of the rails 2 2 2 1 1 1 3 3 2 1 1 1
6A 62 62 52 20 16 13 § 177 | 177 | 51 39 | 31 | 26
10A 50 62 52 20 16 13 | 49 | 138 [ 51 39 | 31 26
13A 3 53 52 20 16 13 3 53 | 51 39 | 31 26
16 A 2 14 52 20 16 13 2 14 | 51 39 | 3t 26
20 A 3 23 20 16 13 3 23 | 39 | 31 | 28
25 A 3 20 16 13 3 26 | 31 26
32A 3 16 13 3 26 | 26
40 A 4 13 5 26
50 A 3 9 3 10
63 A 3 3
TYPE X463X2 X464X2
Position horizontally horizontally
Size of conductor (mm?) 1,5| 25 | 4 6 |10 |16 | 25 | 35|50 |70 15| 25| 4 6 |10 | 16 | 25 [ 35 | 50 | 70
Max. quantity of the blocks on  § 50 | 50 | 43|33 |26 | 22| 16| 16 |13 | 13 f65 |65 55 (43 34 | 28|21 | 20 | 17| 17
Max. quantity of the rails 2 2 2 1 1 1 1 1 1 1 3 3 3 2 1 1 1 1 1 1
6A 100 | 100 | 86 | 33 | 26 | 22 | 16 | 16 | 13 [ 13 195|195 /165 | 86 | 34 | 28 | 21 | 21 | 17 | 17
10 A 60 | 100 | 86 | 33| 26 | 22 [ 16 [ 16 [ 13 | 13 § 67 | 188165 | 86 | 34 | 28 | 21 | 21 | 17 | 17
13 A 3 65 |86 |33 |26 |22 (16|16 |13 |13 3 |73 |[165)| 86 | 34 | 28 | 21 | 21 | 17 | 17
16 A 3 18 |83 |33 |26 [ 22|16 |16 |13 |13 § 3 | 20 |165| 86 | 34 | 28 | 21 | 21 | 17 | 17
20 A 3 28 | 33 | 26 | 22 | 16 | 16 | 13 | 13 3 19386 |34 |28 (21| 21|17 | 17
25A 3 |32 (26]22)16 |16 | 13 | 13 3 |37 |34 |28 | 21| 21 | 17 | 17
32A 3 |26 |22 |16 |16 | 13 [ 13 3 |34 | 28| 21|21 | 17 | 17
40 A 6 |22 |16 | 16 | 13 | 13 7 28 | 21 | 21 | 17 | 17
50 A 3 |12 |16 | 16 | 13 | 13 3 |14 | 21 | 21 | 17 | 17
63 A 3 |12 )16 | 13 | 13 3 14 | 21 | 17 | 17
80 A 3 |13 |13 |13 3 |15 | 17 | 17
100 A 3 9 |13 3 11 | 17
125 A 3|7 3| 8
160 A 3 3
{
Page: 34/35

This certificate is granted subject to the general conditions of the FTZU, s.p.

This certificate may only be reproduced in its entirety and without any change, schedule included.

Physical-Technical Testing Institute, s.p., Pikartska 1337/7, 716 07 Ostrava - Radvanice, Czech Republic
tel.; +420 595 223 111, +420 604 203 525, e-mail: fzu@ftzu.cz, www.ftzu.cz




to Supplementary EU - Type Examination Certificate No. 6

Physical-Technical Testing Institute

Ostrava - Radvanice

ANNEX

to FTZU 07 ATEX 0069

TYPE X465X2 X466X2

Position horizontally horizontally

Size of conductor (mm?) 15/25| 4 | 6 |10 |16 | 25 | 35 [ 50 [ 70 §1,5 |25 | 4 6 |10 | 16 | 25 | 35 | 50 | 70

ooy oftheblocks § o5 | 65 | 55 | 43 | 34 [28 | 21 | 21 |17 |17 88 |88 | 75 | 58 | 46 | 38 | 29 [ 20 | 22 | 22

Max. quantity of the rails 3| 3|32 1111111110222 1 [1[ 11111
6A 195|195 165 | 86 | 34 | 28 | 21 | 21 | 17 | 17 §176 | 176 | 150 | 58 | 46 | 38 | 29 | 29 | 22 | 22
10A 74 | 195|165 | 86 | 34 | 28 | 21 | 21 | 17 | 17 || 68 | 176 | 150 | 58 | 46 | 38 | 29 | 29 | 22 | 22
13A 3 | 81 |165| 86 | 34 | 28 | 21 | 21 | 17 | 17 § 3 | 75 | 150 | 58 | 46 | 38 | 29 | 29 | 22 | 22
16 A 3 |22 [103] 86 | 34 | 28 | 21 | 21 | 17 |17 | 3 | 20 | 96 | 58 | 46 | 38 | 29 | 29 | 22 | 22
20A 3 | 35|86 | 34 | 28 | 21 | 21 | 17 | 17 3 | 32| 58 | 46 | 38 | 29 | 29 | 22 | 22
25A 3 |40 | 34 | 28 | 21 | 21 | 17 | 17 3 | 38 | 46 | 38 | 29 | 29 | 22 | 22
32A 3 |34 |28 | 21 | 21 | 17 | 17 3 | 39 | 38 | 29 | 29 | 22 | 22
40A 8 |28 | 21 | 21 | 17 | 17 7 | 38 | 29 | 20 | 22 | 22
50 A 3 16| 21 | 21 | 17 | 17 3 | 15 | 29 | 29 | 22 | 22
63 A 3 |16 | 21 | 17 | 17 3 |15 | 20 | 22 | 22
80 A 3 |16 | 17 | 17 3 | 15 | 22 | 22
100 A 3 |12 | 17 3 | 11| 22
125 A 3 | 9 3|9
160 A 3 3

TYPE X467X2 X468X2

Position horizontally horizontally

Size of conductor(mm? §15)25] 4 | 6 |10 [16 [ 25 [35[50 [70 1,525 4 | 6 | 10 [ 16 | 25 [ 35 | 50 | 70

Max. quantity of the

blocks on the rail 107107 | 91 | 70 | 56 | 47 | 35 | 34 | 27 | 27 §107 | 107 | 91 | 70 | 56 | 47 | 35 | 34 | 27 | 27

Max.quantityoftherails § 2 | 2 [ 2 [1 [ 1 [ 1 [ 11|11 0433 [3]2[1]1][1]1][1]1
6A 214 | 214 | 182 | 70 | 56 | 47 | 35 | 34 | 27 | 27 J321 [321 [ 273 [140 | 56 | 47 [ 35 | 34 | 27 | 27
10A 70 | 200|182 70 [ 56 | 47 | 35 | 34 [ 27 [ 27 | 83 | 238 | 273 [140 | 56 | 47 | 35 | 34 | 27 | 27
13A 3 | 78 [182| 70 | 56 | 47 | 35 | 34 |27 |27 | 3 | 92 [ 233140 | 56 | 47 | 35 | 34 | 27 | 27
16 A 3 |21 |99 |70 | 56 | 47 [ 35 |34 |27 | 27§ 3 | 25 [117[140| 56 | 47 | 35 | 34 | 27 | 27
20A 3 [ 33705647 |35 34|27 |27 3 |40 [127| 56 | 47 | 35 | 34 | 27 | 27
25A 3 |30 56|47 | 35|34 27| 27 3 | 47 | 56 | 47 | 35 | 34 [ 27 | 27
32A 3 (4147 (353427 27 3 |49 | 47 | 35 | 34| 27 | 27
40 A 8 |47 |35 [ 3427 27 o [47 [ 35| 34| 27 | 27
50 A 3 |16 (35 34|27 27 3 1935 342727
63 A 3 |16 [34[27] 27 3 | 20 |34 27| 27
80 A 3 |16 | 27 | 27 3 19| 27 | 27
100 A 3 [12]27 3 [ 15 [ 27
125A 3|9 3 11§
160 A 3 30
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